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(c) Before further flight, if the oil appears
dark in color when it is observed through the
MGB oil-sight glass, take an oil sample. If the
oil taken in the sample is dark or dark
purple, before further flight, inspect the
pump.

Note 2: If wear is present in the B area only
as depicted in Figure 1, replacing the MGB
and the pump is not required.

(e) Before installing a different MGB or a
pump with any TIS, accomplish the
requirements of paragraph (a) of this AD.

(f) To request a different method of
compliance or a different compliance time
for this AD, follow the procedures in 14 CFR
39.19. Contact the Safety Management Group,
Rotorcraft Directorate, FAA, for information
about previously approved alternative
methods of compliance.

(g) This amendment becomes effective on
November 26, 2003.

Note 3: The subject of this AD is addressed
in Direction Generale De L 'Aviation Civile
(France) AD 2002-331-071(A) R1, dated
January 22, 2003.

(d) While inspecting the pump, if you find
any of the following, replace the MGB and
the pump with an airworthy MGB and pump
before further flight:

(1) Crank pin play,

(2) Out of round bronze bushing (A of
Figure 1),

Issued in Fort Worth, Texas, on October 10,
2003.

David A. Downey,

Manager, Rotorcraft Directorate, Aircraft
Certification Service.

[FR Doc. 03—-26467 Filed 10 —21-03; 8:45 am]
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(3) Offset of the driven gear pinion,
(4) Metal chips, or
(5) Wear (C of Figure 1).
See the following Figure 1:
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SUMMARY: This amendment establishes,
amends, suspends, or revokes Standard
Instrument Approach Procedures
(SIAPs) for operations at certain
airports. These regulatory actions are



