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(4) A Coast Guard field test if consid-
ered necessary by the Coast Guard.

(d) The Coast Guard will maintain
and make available a list that identi-
fies each device certified under this
section.

(e) Devices certified under this sec-
tion in compliance with §159.563 need
not meet the other regulations in this
part and may not be labeled under
§159.16.

[CGD 73-83, 40 FR 4624, Jan. 30, 1975, as
amended by CGD 75-213, 41 FR 15325, Apr. 12,
1976; CGD 82-063a, 48 FR 4776, Feb. 3, 1983;
CGD 88-052, 53 FR 25122, July 1, 1988; CGD 96—
026, 61 FR 33668, June 28, 1996; USCG—-2001—
9286, 66 FR 33641, June 25, 2001]

§159.12a Certification of certain Type
III devices.

(a) The purpose of this section is to
provide regulations for certification of
certain Type III devices.

(b) Any Type III device is considered
certified under this section if:

(1) It is used solely for the storage of
sewage and flushwater at ambient air
pressure and temperature; and

(2) It is in compliance with §159.53(c).

(c) Any device certified under this
section need not comply with the other
regulations in this part except as re-
quired in paragraphs (b)(2) and (d) of
this section and may not be labeled
under §159.16.

(d) BEach device certified under this
section which is installed aboard an in-
spected vessel must comply with
§159.97.

[CGD 76-145, 42 FR 11, Jan. 3, 1977]

§159.14 Application for certification.

(a) Any manufacturer may apply to
any recognized facility for certification
of a marine sanitation device. The ap-
plication for certification must indi-
cate whether the device will be used
aboard all vessels or only aboard
uninspected vessels and to which
standard in §159.563 the manufacturer
requests the device to be tested.

(b) An application may be in any for-
mat but must be in writing and must
be signed by an authorized representa-
tive of the manufacturer and include or
be accompanied by:

(1) A complete description of the
manufacturer’s production quality con-
trol and inspection methods, record

§159.15

keeping systems pertaining to the
manufacture of marine sanitation de-
vices, and testing procedures;

(2) The design for the device, includ-
ing drawings, specifications and other
information that describes the mate-
rials, construction and operation of the
device;

(3) The installation, operation, and
maintenance instructions for the de-
vice; and

(4) The name and address of the ap-
plicant and the manufacturing facility.

(¢) The manufacturer must furnish
the recognized facility one device of
each model for which certification is
requested and samples of each material
from which the device is constructed,
that must be tested destructively
under §159.117. The device furnished is
for the testing required by this part ex-
cept that, for devices that are not suit-
ed for unit testing, the manufacturer
may submit the design so that the rec-
ognized facility may determine the
components of the device and mate-
rials to be submitted for testing and
the tests to be performed at a place
other than the facility. The Coast
Guard must review and accept all such
determinations before testing is begun.

(d) At the time of submittal of an ap-
plication to a recognized facility the
manufacturer must notify the Coast
Guard of the type and model of the de-
vice, the name of the recognized facil-
ity to which application is being made,
and the name and address of the manu-
facturer, and submit a signed state-
ment of the times when the manufac-
turer will permit designated officers
and employees of the Coast Guard to
have access to the manufacturer’s fa-
cilities and all records required by this
part.

[CGD 173-83, 40 FR 4624, Jan. 30, 1975, as
amended by CGD 75-213, 41 FR 15325, Apr. 12,
1976]

§159.15

(a) The recognized facility must
evaluate the information that is sub-
mitted by the manufacturer in accord-
ance with §159.14(b) (1), (2), and (3),
evaluate the device for compliance
with §§159.63 through 159.95, test the
device in accordance with §159.101 and
submit to the Commanding Officer,
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USCG Marine Safety Center, 400 Sev-
enth Street, SW., Washington, DC 20590
the following:

(1) The information that is required
under §159.14(b);

(2) A report on compliance evalua-
tion;

(3) A description of each test;

(4) Test results; and

(5) A statement, that is signed by the
person in charge of testing, that the
test results are accurate and complete.

(b) The Coast Guard certifies a test
device, on the design of the device, if it
determines, after consideration of the
information that is required under
paragraph (a) of this section, that the
device meets the requirements in Sub-
part C of this part.

(c) The Coast Guard notifies the man-
ufacturer and recognized facility of its
determination under paragraph (b) of
this section. If the device is certified,
the Coast Guard includes a certifi-
cation number for the device. If certifi-
cation is denied, the Coast Guard noti-
fies the manufacturer and recognized
facility of the requirements of this part
that are not met. The manufacturer
may appeal a denial to the Com-
manding Officer, USCG Marine Safety
Center, 400 Seventh Street, SW., Wash-
ington, DC 20590.

(d) If upon re-examination of the test
device, the Coast Guard determines
that the device does not in fact comply
with the requirements of Subpart C of
this part, it may terminate the certifi-
cation.

[CGD 73-83, 40 FR 4624, Jan. 30, 1975, as
amended by CGD 75-213, 41 FR 15326, Apr. 12,
1976; CGD 82-063a, 48 FR 4776, Feb. 3, 1983;
CGD 88-052, 53 FR 25122, July 1, 1988; CGD 96—
026, 61 FR 33668, June 28, 1996; USCG-2001-
9286, 66 FR 33641, June 25, 2001]

§159.16 Authorization to label devices.

(a) When a test device is certified
under §159.15(b), the Coast Guard will
issue a letter that authorizes the man-
ufacturer to label each device that he
manufactures with the manufacturer’s
certification that the device is in all
material respects substantially the
same as a test device certified by the
U.S. Coast Guard pursuant to section
312 of the Federal Water Pollution Con-
trol Act Amendments of 1972.

(b) Certification placed on a device
by its manufacturer under this section

33 CFR Ch. | (7-1-01 Edition)

is the certification required by section
312(h)(4) of the Federal Water Pollution
Control Act Amendments of 1972, which
makes it unlawful for a vessel that is
subject to the standards and regula-
tions promulgated under the Act to op-
erate on the navigable waters of the
United States, if such vessel is not
equipped with an operable marine sani-
tation device certified pursuant to sec-
tion 312 of the Act.

(c) Letters of authorization issued
under this section are valid for 5 years,
unless sooner suspended, withdrawn, or
terminated and may be reissued upon
written request of the manufacturer to
whom the letter was issued.

(d) The Coast Guard, in accordance
with the procedure in 46 CFR 2.75, may
suspend, withdraw, or terminate any
letter of authorization issued under
this section if the Coast Guard finds
that the manufacturer is engaged in
the manufacture of devices labeled
under this part that are not in all ma-
terial respects substantially the same
as a test device certified pursuant to
this part.

§159.17 Changes to certified devices.

(a) The manufacturer of a device that
is certified under this part shall notify
the Commanding Officer, USCG Marine
Safety Center, 400 Seventh Street, SW.,
Washington, DC 20590 in writing of any
change in the design of the device.

(b) A manufacturer shall include with
a notice under paragraph (a) of this
section a description of the change, its
advantages, and the recommendation
of the recognized facility as to whether
the device remains in all material re-
spects substantially the same as the
original test device.

(c) After notice under paragraph (a)
of this section, the Coast Guard noti-
fies the manufacturer and the recog-
nized facility in writing of any tests
that must be made for certification of
the device or for any change in the let-
ter of authorization. The manufacturer
may appeal this determination to the
Commandant (G-MSE), U.S. Coast
Guard, Washington, D.C. 20593-0001.

[CGD 73-83, 40 FR 4624, Jan. 30, 1975, as
amended by CGD 82-063a, 48 FR 4776, Feb. 3,
1983; CGD 88-052, 53 FR 25122, July 1, 1988;
CGD 96-026, 61 FR 33668, June 28, 1996; USCG-
2001-9286, 66 FR 33641, June 25, 2001]
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