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§159.19 Testing equivalency.

(a) If a test required by this part may
not be practicable or necessary, a man-
ufacturer may apply to the Com-
manding Officer, USCG Marine Safety
Center, 400 Seventh Street, SW., Wash-
ington, DC 20590 for deletion or ap-
proval of an alternative test as equiva-
lent to the test requirements in this
part. The application must include the
manufacturer’s justification for dele-
tion or the alternative test and any al-
ternative test data.

(b) The Coast Guard notifies the
manufacturer of its determination
under paragraph (a) of this section and
that determination is final.

[CGD 73-83, 40 FR 4624, Jan. 30, 1975, as
amended by CGD 82-063a, 48 FR 4776, Feb. 3,
1983; CGD 88-052, 53 FR 25122, July 1, 1988;
CGD 96-026, 61 FR 33668, June 28, 1996; USCG—
2001-9286, 66 FR 33641, June 25, 2001]

Subpart C—Design, Construction,
and Testing

§159.51 Purpose and scope.

(a) This subpart prescribes regula-
tions governing the design and con-
struction of marine sanitation devices.

(b) Unless otherwise authorized by
the Coast Guard each device for which
certification under this part is re-
quested must meet the requirements of
this subpart.

§159.53 General requirements.

A device must:

(a) Under the test conditions de-
scribed in §§159.123 and 159.125, produce
an effluent having a fecal coliform bac-
teria count not greater than 1,000 per
100 milliliters and no visible floating
solids (Type 1),

(b) Under the test conditions de-
scribed in §§159.126 and 159.126a,
produce an effluent having a fecal coli-
form bacteria count not greater than
200 per 100 milliliters and suspended
solids not greater than 150 milligrams
per liter (Type II), or

(c) Be designed to prevent the over-
board discharge of treated or untreated
sewage or any waste derived from sew-
age (Type III).

[CGD 173-83, 40 FR 4624, Jan. 30, 1975, as

amended by CGD 75-213, 41 FR 15325, Apr. 12,
1976]

§159.57

§159.55 Identification.

(a) Each production device must be
legibly marked in accordance with
paragraph (b) of this section with the
following information:

(1) The name of the manufacturer.

(2) The name and model number of
the device.

(3) The month and year of completion
of manufacture.

(4) Serial number.

(5) Whether the device is certified for
use on an inspected or an uninspected
vessel.

(6) Whether the device is Type I, II,
or IIT.

(b) The information required by para-
graph (a) of this section must appear
on a nameplate attached to the device
or in lettering on the device. The
nameplate or lettering stamped on the
device must be capable of withstanding
without loss of legibility the combined
effects of normal wear and tear and ex-
posure to water, salt spray, direct sun-
light, heat, cold, and any substance
listed in §159.117(b) and (c). The name-
plate and lettering must be designed to
resist efforts to remove them from the
device or efforts to alter the informa-
tion stamped on the nameplate or the
device without leaving some obvious
evidence of the attempted removal or
alteration.

[CGD 73-83, 40 FR 4624, Jan. 30, 1975, as
amended by CGD 75-213, 41 FR 15325, Apr. 12,
1976]

§159.57 Installation, operation,
maintenance instructions.

(a) The instructions supplied by the
manufacturer must contain directions
for each of the following:

(1) Installation of the device in a
manner that will permit ready access
to all parts of the device requiring rou-
tine service and that will provide any
flue clearance necessary for fire safety.

(2) Safe operation and servicing of
the device so that any discharge meets
the applicable requirements of §159.53.

(3) Cleaning, winter layup, and ash or
sludge removal.

(4) Installation of a vent or flue pipe.

(5) The type and quantity of chemi-
cals that are required to operate the
device, including instructions on the
proper handling, storage and use of
these chemicals.
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