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light visible through an arc of 360° will
be displayed on each end (upstream and
downstream) of the lock river (guard)
will at which time the lights referred
to above will not be visible.

(w) Navigation lights for use at locks
and dams on the Kentucky River and
Lock 3, Green River. A single red light
visible through an arc of 360° shall be
displayed during hours of darkness at
each end of the river wall or extending
guard structures until these structures
are awash.

(x) Buoys at movable dams. (1) When-
ever the river (guard) wall of the lock
and any portion of the dam are awash,
and until covered by a depth of water
equal to the project depth, the limits of
the navigable pass through the dam
will be marked by buoys located at the
upstream and downstream ends of the
river (guard) wall, and by a single buoy
over the end or ends of the portion or
portions of the dam adjacent to the
navigable pass over which project
depth is not available. A red nun-type
buoy will be used for such structures
located on the left-hand side (facing
downstream) of the river and a black
can-type buoy for such structures lo-
cated on the right-hand side. Buoys
will be lighted, if practicable.

(2) Where powerhouses or other sub-
stantial structures projecting consider-
ably above the level of the lock wall
are located on the river (guard) wall, a
single red light located on top of one of
these structures may be used instead of
river wall buoys prescribed above until
these structures are awash, after which
they will be marked by a buoy of ap-
propriate type and color (red nun or
black can buoy) until covered by a
depth of water equal to the project
depth. Buoys will be lighted, if prac-
ticable.

(y) Vessels to carry regulations. A copy
of these regulations shall be kept at all
times on board each vessel regularly
engaged in navigating the rivers to
which these regulations apply. Copies
may be obtained from any lock office
or District Engineer’s office on request.
Masters of such vessels are encouraged
to have on board copies of the current
edition of appropriate navigation
charts.
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NOTES

1. Muskingum River Lock & Dam 1 has
been removed. Ohio River slackwater pro-
vides mnavigable channel for recreational
craft to Lock 2 mnear Devola, Ohio.
Muskingum River Locks 2 thru 11 inclusive
have been transferred to the State of Ohio
and are operated during the recreational
boating season by the Ohio Department of
Natural Resources. Inquiries regarding
Muskingum River channel conditions and
lock availability should be directed to the
aforementioned Department.

2. Little Kanawha River Lock and Dam 1
has been removed, thus permitting rec-
reational craft to navigate up to Lock 2 near
Slate, W. Va. Operation of Locks 2 thru 5 on
the Little Kanawha River has been discon-
tinued.

3. Big Sandy River: Lock 1 has been re-
moved, thus permitting recreational craft to
navigate to Lock 2, near Buchanan, Ky. Op-
eration of Lock 2 and Lock 3 near Fort Gay,
W. Va. has been discontinued. Operation of
Lock and Dam 1 on Levisa Fork near Gallup,
Ky., and Lock and Dam 1 on Tug Fork near
Chapman, Ky. has been discontinued.

4. Operation of the following Green River
Locks has been discontinued: Lock 4 near
Woodbury, Ky., Lock 5 near Glenmore, Ky.,
and Lock 6 near Brownsville, Ky.

5. Operation of Barren River Lock and Dam
No. 1 near Richardsville, Ky. has been dis-
continued.

6. Operation of Rough River Lock and Dam
No. 1 near Hartford, Ky. has been discon-
tinued.

7. Operation of Osage River Lock and Dam
1 near Osage City, Mo., has been discon-
tinued.

8. Operation of the 34 locks in the Illinois
and Mississippi (Hennepin) Canal, including
the feeder section, has been discontinued.

9. Operation of the Illinois and Michigan
Canal has been discontinued.

[40 FR 32121, July 31, 1975, as amended at 50
FR 37580, Sept. 18, 1985; 56 FR 13765, Apr. 4,
1991]

§207.306 Missouri River;
tion and navigation.

(a) [Reserved]

(b) General. The regulations in this
section shall implement those con-
tained in paragraph(s) of §207.300.

[33 FR 17242, Nov. 21, 1968; 42 FR 57962, Nov.
7, 1977]

administra-

§207.310 Mississippi River at Keokuk,
Iowa; operation of power dam by
Mississippi River Power Co.

(a) All previous regulations of the

Secretary of War relating to the use of



§207.320

the Mississippi River for the genera-
tion of power by the Mississippi River
Power Co., including the memorandum
of March 24, 1908, approved by the Sec-
retary of War, March 26, 1908, are re-
scinded, and the following regulations
will govern the operation of the dam
until further orders:

(b) Excepting as specially provided in
this section the normal flow of the
river shall be discharged below the dam
at all times of day and night.

(c) The Mississippi River Power Co.
shall not during the period of naviga-
tion raise the level of its pond behind
the Keokuk Dam when the natural flow
of the Mississippi River is falling or
when such natural flow is less than ap-
proximately 64,000 cubic feet per sec-
ond, which corresponds to a normal
stage of 6 feet above low water at Keo-
kuk, Iowa, except upon the written
permission of the U.S. District Engi-
neer in charge of this locality, such
permit to state the period which such
ponding may cover and the maximum
variation in stage below the dam which
may be caused by each ponding.

(d) The granting of permits by the
District Engineer shall be governed by
the provision of the law authorizing
the construction of the dam and its ac-
cessories, as follows:

SEC. 2. That the withdrawal of water from
the Mississippi River and the discharge of
water into the said river, for the purpose of
operating the said power stations and appur-
tenant works, shall be under the direction
and control of the Secretary of War, and
shall at no time be such as to impede or
interfere with the safe and convenient navi-
gation of the said river by means of steam-
boats or other vessels or by rafts or barges.
* % % (33 Stat. 713)

(e) The power company when pro-
posing to raise or lower the pond, ei-
ther under general authority or special
permission, shall give due notice to the
District Engineer or his authorized
agent of its intention.

(f) The power company shall hold all
records relating to operations affecting
the river discharge open to the inspec-
tion of the District Engineer or his au-
thorized agent.

(g) It shall be the duty of the district
engineer or his authorized agent to ob-
serve closely and carefully the oper-
ations of the power company and to
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maintain in addition to such as may be
maintained by the power company,
such river and pool gages as may be ad-
visable, and make from time to time
such examinations as may be necessary
for determining the effect of the oper-
ation of the power dam and accessories
on the river channels.

(h) The Department of the Army ap-
proves the method of regulating the
flow below the Keokuk Dam by esti-
mating the flow 24 hours in advance
and maintenance of the stage cor-
responding to such flow as indicated by
the river gage at U.S. Lock (the meth-
od employed during 1917). The general
rules stated in paragraph (g) of this
section are not intended to apply to
unavoidable small compensating vari-
ations in pond level behind the dam in-
herent in such method of regulation.

[Regs., Jan. 12, 1918]

§207.320 Mississippi River, Twin City
Locks and Dam, St. Paul and Min-
neapolis, Minn.; pool level.

In accordance with the provisions of
Article 8 of Federal Power Commission
License of June 7, 1923 (Project No. 362-
Minn., Ford Motor Co.), this section is
prescribed for the control of the pool
level created by the Twin City Locks
and Dam, Minneapolis, in the interest
of navigation, and supersedes rules and
regulations made effective January 1,
1928, by the Secretary of War:

(a) The pool above the dam shall not
be allowed to drop below elevation 744.5
(Cairo datum), except after loss or low-
ering of flashboards and before replace-
ment or raising of same, during the
navigation season; nor below elevation
743.3 during the period when the river
is closed to navigation. The variation
of pool level shall not exceed 0.5 foot
per day whenever the pool is below ele-
vation 745.5, and in addition, during the
period when the river is closed to navi-
gation, the maximum rate of such vari-
ation shall not exceed 0.1 foot per hour;
except that during the navigation sea-
son, increases in pool level at rates
greater than that specified may be
made to eliminate wasting of water
during an increase in river flow.

(b) Whenever, due to high flows, the
pool above the dam is above elevation
746.5, all flashboards on the crest of the



