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throttle or the maximum horsepower 
determined under the calculations in 
§ 183.53(a) of this section. 

(ii) For boats capable of 35 miles per 
hour or more, the maximum horse-
power capacity must be the maximum 
horsepower with which the boat was 
able to successfully complete both the 
Quick Turn Test Procedure in 

§ 183.53(b)(4) and the Test Course Meth-
od in § 183.53(b)(5) at full throttle or the 
calculations in § 183.53(a) of this sec-
tion. 

(iii) The maximum horsepower capac-
ity determined in accordance with 
§ 183.53(b) must not exceed 40 horse-
power.

FIGURE 183.53.—BOAT HORSEPOWER CAPACITY TEST COURSE—35 MPH OR 
MORE

[CGD 85–002, 51 FR 37574, Oct. 23, 1986]

Subpart E [Reserved]

Subpart F—Flotation Requirements 
for Inboard Boats, Inboard/
Outdrive Boats, and Airboats

SOURCE: CGD 75–168, 42 FR 20243, Apr. 18, 
1977, unless otherwise noted.

§ 183.101 Applicability. 
This subpart applies to monohull in-

board boats, inboard/outdrive boats, 
and airboats less than 20 feet in length, 
except sailboats, canoes, kayaks, in-
flatable boats, submersibles, surface ef-
fect vessels, amphibious vessels, and 
raceboats. 

[CGD 75–168, 42 FR 20243, Apr. 18, 1977, as 
amended by USCG–1999–5832, 64 FR 34716, 
June 29, 1999]

§ 183.105 Quantity of flotation re-
quired. 

(a) Each boat must have enough flo-
tation to keep any portion of the boat 
above the surface of the water when 
the boat has been submerged in calm, 
fresh water for at least 18 hours and 
loaded with: 

(1) A weight that, when submerged, 
equals two-fifteenths of the persons ca-
pacity marked on the boat; 

(2) A weight that, when submerged, 
equals 25 percent of the dead weight; 
and 

(3) A weight in pounds that, when 
submerged, equals 62.4 times the vol-
ume in cubic feet of the two largest air 
chambers, if air chambers are used for 
flotation. 

(b) For the purpose of this section, 
‘‘dead weight’’ means the maximum 
weight capacity marked on the boat 
minus the persons capacity marked on 
the boat.

§ 183.110 Definitions. 

For the purpose of this subpart: 
Bilge means the area in the boat, 

below a height of 4 inches measured 
from the lowest point in the boat 
where liquid can collect when the boat 
is in its static floating position, except 
engine rooms. 

Connected means allowing a flow of 
water in excess of one-quarter ounce 
per hour from the engine room bilge 
into any other compartment with a 12 
inch head of water on the engine room 
side of the bulkhead. 

Engine room bilge means the area in 
the engine room or a connected com-
partment below a height of 12 inches 
measured from the lowest point where 
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