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changes filed prior to the date the dig-
ital Class A application is filed.

§73.6020 Protection of stations in the
land mobile radio service.

An application to change the facili-
ties of an existing Class A TV station
will not be accepted if it fails to pro-
tect stations in the land mobile radio
service pursuant to the requirements
specified in §74.709 of this chapter. In
addition to the protection require-
ments specified in §74.709(a) of this
chapter, Class A TV stations must not
cause interference to land mobile sta-
tions operating on channel 16 in New
York, NY.

§73.6022 Negotiated interference and
relocation agreements.

(a) Notwithstanding the technical
criteria in this subpart, Subpart E of
this part, and Subpart G of part 74 of
this chapter regarding interference
protection to and from Class A TV sta-
tions, Class A TV stations may nego-
tiate agreements with parties of au-
thorized and proposed analog TV, DTV,
LPTV, TV translator, Class A TV sta-
tions or other affected parties to re-
solve interference concerns; provided,
however, other relevant requirements
are met with respect to the parties to
the agreement. A written and signed
agreement must be submitted with
each application or other request for
action by the Commission. Negotiated
agreements under this paragraph can
include the exchange of money or other
considerations from one entity to an-
other. Applications submitted pursuant
to the provisions of this paragraph will
be granted only if the Commission
finds that such action is consistent
with the public interest.

(b) A Class A TV station displaced in
channel by a channel allotment change
for a DTV station may seek to ex-
change channels with the DTV station,
provided both parties consent in writ-
ing to the change and that the Class A
station meets all applicable inter-
ference protection requirements on the
new channel. Such requests will be
treated on a case-by-case basis and, if
approved, will not subject the Class A
station to the filing of competing ap-
plications for the exchanged channel.
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§73.6024 Transmission standards and
system requirements.

(a) A Class A TV station must meet
the requirements of §§73.682 and 73.687,
except as provided in paragraph (b) of
this section.

(b) A Class A TV station may con-
tinue to operate with the transmitter
operated under its previous LPTV li-
cense, provided such operation does not
cause any condition of uncorrectable
interference due to radiation of radio
frequency energy outside of the as-
signed channel. Such operation must
continue to meet the requirements of
§§74.736 and 74.750 of this chapter.

(c) A Class A TV station must meet
the offset carrier frequency and fre-
quency tolerance provisions of §73.1545
of this part.

[65 FR 30009, May 10, 2000, as amended at 66
FR 21690, May 1, 2001]

§73.6025 Antenna system and station
location.

(a) Applications for modified Class A
TV facilities proposing the use of direc-
tional antenna systems must be accom-
panied by the following:

(1) Complete description of the pro-
posed antenna system, including the
manufacturer and model number of the
proposed directional antenna. In the
case of a composite antenna composed
of two or more individual antennas, the
antenna should be described as a
‘‘composite’” antenna. A full descrip-
tion of the design of the antenna
should also be submitted.

(2) Relative field horizontal plane
pattern (horizontal polarization only)
of the proposed directional antenna. A
value of 1.0 should be used for the max-
imum radiation. The plot of the pat-
tern should be oriented so that 0 de-
grees (True North) corresponds to the
maximum radiation of the directional
antenna or, alternatively in the case of
a symmetrical pattern, the line of sym-
metry. Where mechanical beam tilt is
intended, the amount of tilt in degrees
of the antenna vertical axis and the
orientation of the downward tilt with
respect to true North must be speci-
fied, and the horizontal plane pattern
must reflect the use of mechanical
beam tilt.

(3) A tabulation of the relative field
pattern required in paragraph (a)(2), of
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this section. The tabulation should use
the same zero degree reference as the
plotted pattern, and be tabulated at
least every 10 degrees. In addition, tab-
ulated values of all maxima and mini-
ma, with their corresponding azimuths,
should be submitted.

(4) Horizontal and vertical plane radi-
ation patterns showing the effective ra-
diated power, in dBk, for each direc-
tion. Sufficient vertical plane patterns
must be included to indicate clearly
the radiation characteristics of the an-
tenna above and below the horizontal
plane. In cases where the angles at
which the maximum vertical radiation
varies with azimuth, a separate
vertical radiation pattern must be pro-
vided for each pertinent radial direc-
tion.

(5) The horizontal and vertical plane
patterns that are required are the pat-
terns for the complete directional an-
tenna system. In the case of a com-
posite antenna composed of two or
more individual antennas, this means
that the patterns for the composite an-
tenna, not the patterns for each of the
individual antennas, must be sub-
mitted.

(b) Applications for modified Class A
TV facilities proposing to locate anten-
nas within 61.0 meters (200 feet) of
other Class A TV or TV broadcast an-
tennas operating on a channel within
20 percent in frequency of the proposed
channel, or proposing the use of anten-
nas on Channels 5 or 6 within 61.0 me-
ters (200 feet) of FM broadcast anten-
nas, must include a showing as to the
expected effect, if any, of such proxi-
mate operation.

(c) Where a Class A TV licensee or
permittee proposes to mount an an-
tenna on an AM antenna tower, or lo-
cate within 3.2 km of an AM direc-
tional station, the TV licensee or per-
mittee must comply with Sec. 73.1692.

(d) Class A TV stations are subject to
the provisions in §73.685(d) regarding
blanketing interference.

§73.6026 Broadcast regulations appli-
cable to Class A television stations.

The following rules are applicable to
Class A television stations:

§73.603 Numerical designation of television
channels.

47 CFR Ch. | (10-1-03 Edition)

§73.624(b), (c) and (g) Digital television
broadcast stations. Section 73.624(b) will
apply only to the extent that such stations
must also transmit at least one over-the-
air video program signal at no direct
charge to viewers of the digital Class A
station

§73.635 Use of common antenna site.

§73.642 Subscription TV service.

§73.643 Subscription TV operating require-
ments.

§73.644 Subscription TV transmission sys-
tems.

§73.646 Telecommunications Service on the
Vertical Blanking Interval and in the Vis-
ual Signal.

§73.653 Operation of TV aural and visual
transmitters.

§73.658 Affiliation agreements and network
program practice; territorial exclusivity in
non-network program arrangements.

§73.664 Determining operating power.

§73.665 Use of TV aural baseband subcar-
riers.

§73.667
ices.

§73.669 TV stereophonic aural and multiplex
subcarrier operation.

§73.670 Commercial limits in children’s pro-
grams.

§73.671 Educational and informational pro-
gramming for children.

§73.673 Public information initiatives re-
garding educational and informational pro-
gramming for children.

§73.688 Indicating instruments.

§73.691 Visual modulation monitoring.

[66 FR 21690, May 1, 2001]

TV subsidiary communications serv-

Subpart K—Application and Se-

lection Procedures _for Re-
served Noncommercial Edu-
cational Channels, and for

Certain Applications for Non-
commercial Educational Sta-
fions on Non-Reserved Chan-
nels

SOURCE: 65 FR 36380, June 8, 2000, unless
otherwise noted.

§73.7000 Definition of terms (as used
in subpart K only).

Attributable interest. An interest of an
applicant, its parent, subsidiaries,
their officers, and members of their
governing boards that would be cog-
nizable under the standards in the
notes to §73.3555. Also an interest of an
entity providing more than 33 percent
of an applicant’s equity and/or debt
that also either (1) supplies more than
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