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person designated under paragraph (a) 
of this section. 

(c) Persons not fully qualified to su-
pervise certain renewals and inspect 
track as outlined in paragraphs (a) and 
(b) of this section, but with at least one 
year of maintenance-of-way or signal 
experience, may pass trains over bro-
ken rails and pull aparts provided 
that— 

(1) The track owner determines the 
person to be qualified and, as part of 
doing so, trains, examines, and re-ex-
amines the person periodically within 
two years after each prior examination 
on the following topics as they relate 
to the safe passage of trains over bro-
ken rails or pull aparts: rail defect 
identification, crosstie condition, 
track surface and alinement, gage re-
straint, rail end mismatch, joint bars, 
and maximum distance between rail 
ends over which trains may be allowed 
to pass. The sole purpose of the exam-
ination is to ascertain the person’s 
ability to effectively apply these re-
quirements and the examination may 
not be used to disqualify the person 
from other duties. A minimum of four 
hours training is adequate for initial 
training; 

(2) The person deems it safe and train 
speeds are limited to a maximum of 10 

m.p.h. over the broken rail or pull 
apart; 

(3) The person shall watch all move-
ments over the broken rail or pull 
apart and be prepared to stop the train 
if necessary; and 

(4) Person(s) fully qualified under 
§ 213.7 of this part are notified and dis-
patched to the location promptly for 
the purpose of authorizing movements 
and effecting temporary or permanent 
repairs. 

(d) With respect to designations 
under paragraphs (a), (b), and (c) of this 
section, each track owner shall main-
tain written records of— 

(1) Each designation in effect; 
(2) The basis for each designation; 

and 
(3) Track inspections made by each 

designated qualified person as required 
by § 213.241. These records shall be kept 
available for inspection or copying by 
the Federal Railroad Administration 
during regular business hours.

§ 213.9 Classes of track: operating 
speed limits. 

(a) Except as provided in paragraph 
(b) of this section and §§ 213.57(b), 
213.59(a), 213.113(a), and 213.137(b) and 
(c), the following maximum allowable 
operating speeds apply—

[In miles per hour] 

Over track that meets all of the requirements prescribed in this part for— 

The maximum al-
lowable operating 
speed for freight 

trains is— 

The maximum al-
lowable operating 

speed for pas-
senger trains is— 

Excepted track ................................................................................................................... 10 N/A 
Class 1 track ..................................................................................................................... 10 15
Class 2 track ..................................................................................................................... 25 30
Class 3 track ..................................................................................................................... 40 60
Class 4 track ..................................................................................................................... 60 80
Class 5 track ..................................................................................................................... 80 90

(b) If a segment of track does not 
meet all of the requirements for its in-
tended class, it is reclassified to the 
next lowest class of track for which it 
does meet all of the requirements of 
this part. However, if the segment of 
track does not at least meet the re-
quirements for Class 1 track, oper-
ations may continue at Class 1 speeds 
for a period of not more than 30 days 
without bringing the track into com-
pliance, under the authority of a per-
son designated under § 213.7(a), who has 

at least one year of supervisory experi-
ence in railroad track maintenance, 
after that person determines that oper-
ations may safely continue and subject 
to any limiting conditions specified by 
such person.

§ 213.11 Restoration or renewal of 
track under traffic conditions. 

If during a period of restoration or 
renewal, track is under traffic condi-
tions and does not meet all of the re-
quirements prescribed in this part, the 
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work on the track shall be under the 
continuous supervision of a person des-
ignated under § 213.7(a) who has at least 
one year of supervisory experience in 
railroad track maintenance, and sub-
ject to any limiting conditions speci-
fied by such person. The term ‘‘contin-
uous supervision’’ as used in this sec-
tion means the physical presence of 
that person at a job site. However, 
since the work may be performed over 
a large area, it is not necessary that 
each phase of the work be done under 
the visual supervision of that person.

§ 213.13 Measuring track not under 
load. 

When unloaded track is measured to 
determine compliance with require-
ments of this part, the amount of rail 
movement, if any, that occurs while 
the track is loaded must be added to 
the measurements of the unloaded 
track.

§ 213.15 Penalties. 

(a) Any person who violates any re-
quirement of this part or causes the 
violation of any such requirement is 
subject to a civil penalty of at least 
$500 and not more than $11,000 per vio-
lation, except that: Penalties may be 
assessed against individuals only for 
willful violations, and, where a grossly 
negligent violation or a pattern of re-
peated violations has created an immi-
nent hazard of death or injury to per-
sons, or has caused death or injury, a 
penalty not to exceed $22,000 per viola-
tion may be assessed. ‘‘Person’’ means 
an entity of any type covered under 1 
U.S.C. 1, including but not limited to 
the following: a railroad; a manager, 
supervisor, official, or other employee 
or agent of a railroad; any owner, man-
ufacturer, lessor, or lessee of railroad 
equipment, track, or facilities; any 
independent contractor providing 
goods or services to a railroad; any em-
ployee of such owner, manufacturer, 
lessor, lessee, or independent con-
tractor; and anyone held by the Fed-
eral Railroad Administrator to be re-
sponsible under § 213.5(d) or § 213.303(c). 
Each day a violation continues shall 
constitute a separate offense. See ap-
pendix B to this part for a statement of 
agency civil penalty policy. 

(b) Any person who knowingly and 
willfully falsifies a record or report re-
quired by this part may be subject to 
criminal penalties under 49 U.S.C. 
21311.

§ 213.17 Waivers. 
(a) Any owner of track to which this 

part applies, or other person subject to 
this part, may petition the Federal 
Railroad Administrator for a waiver 
from any or all requirements pre-
scribed in this part. The filing of such 
a petition does not affect that person’s 
responsibility for compliance with that 
requirement while the petition is being 
considered. 

(b) Each petition for a waiver under 
this section shall be filed in the man-
ner and contain the information re-
quired by part 211 of this chapter. 

(c) If the Administrator finds that a 
waiver is in the public interest and is 
consistent with railroad safety, the Ad-
ministrator may grant the exemption 
subject to any conditions the Adminis-
trator deems necessary. Where a waiv-
er is granted, the Administrator pub-
lishes a notice containing the reasons 
for granting the waiver.

213.19 Information collection. 
(a) The information collection re-

quirements of this part were reviewed 
by the Office of Management and Budg-
et pursuant to the Paperwork Reduc-
tion Act of 1995 (44 U.S.C. 3501 et seq.) 
and are assigned OMB control number 
2130–0010. 

(b) The information collection re-
quirements are found in the following 
sections: §§ 213.4, 213.5, 213.7, 213.17, 
213.57, 213.119, 213.122, 213.233, 213.237, 
213.241, 213.303, 213.305, 213.317, 213.329, 
213.333, 213.339, 213.341, 213.343, 213.345, 
213.353, 213.361, 213.369.

Subpart B—Roadbed
§ 213.31 Scope. 

This subpart prescribes minimum re-
quirements for roadbed and areas im-
mediately adjacent to roadbed.

§ 213.33 Drainage. 
Each drainage or other water car-

rying facility under or immediately ad-
jacent to the roadbed shall be main-
tained and kept free of obstruction, to 
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