§162.260

West of Wrangell Narrows Channel Lighted
Buoy 25.

East of Tow Channel Buoy 5 TC.

East of Tow Channel Buoy 7 TC.

West of Petersburg:

East of Wrangell Narrows Channel Light 54
Fr.

East of Wrangell Narrows Channel Light 56
Qk FR.

East of Wrangell Narrows Channel Light 58
Fr., thence proceeding to west side of
channel and leaving Wrangell Narrows by
making passage between Wrangell Nar-
rows Channel Daybeacon 61 and Wrangell
Narrows North Entrance Lighted Bell
Buoy 63 F.

(d) Size of tows. The maximum tows
permitted shall be one pile driver, or
three units of other towable equipment
or seven raft sections.

(e) Arrangement of tows. (1) No towline
or aggregate of towlines between
towboat and separated pieces shall ex-
ceed 150 feet in length.

(2) Raft and barge tows of more than
one unit shall not exceed 65 feet in
width overall. Single barge tows shall
not exceed 100 feet in width overall.

(3) Tows other than rafts shall be
taken alongside the towboat whenever
possible.

(f) Anchorage. Vessels may anchor in
the anchorage basin in the vicinity of
Anchor Point. No craft or tow shall be
anchored in Wrangell Narrows in either
the main ship channel or the towing
channel, nor shall any craft or tow be
anchored so that it can swing into ei-
ther of these channels.

(g) Disabled craft. Disabled craft in a
condition of absolute necessity are ex-
empt from the regulations in this sec-
tion.

[CGD 75-082, 42 FR 51759, Sept. 29, 1977, as
amended by CGD 82-039, 47 FR 27266, June 24,
1982; CGD 94-026, 60 FR 63624, Dec. 12, 1995]

§162.260 Channel leading to San Juan
Harbor, P.R.; use, administration,
and navigation.

(a) Steamers passing dredge engaged
in improving the channel shall not
have a speed greater than 4 miles an
hour, and the propelling machinery
shall be stopped when crossing the
lines to the dredge anchors.

(b) Vessels using the channel shall
pass the dredge on the side designated
from the dredge by the signals pre-
scribed in paragraph (c) of this section.
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(c) Dredge shall display the red flag
by day and four white lights hung in a
vertical line by night to indicate the
passing side.

(d) Vessels shall not anchor on the
ranges of stakes or other marks placed
for the guidance of the dredge, nor in
such a manner as to obstruct the chan-
nel for passing vessels.

(e) Vessels shall not run over or dis-
turb stake, lanterns, or other marks
placed for the guidance of the dredge.

(f) Dredges working in the prosecu-
tion of the work shall not obstruct the
channel unnecessarily.

(g9) The dredge will slack lines run-
ning across the channel from the
dredge on the passing side, for passing
vessels, when notified by signal, with
whistle or horn.

(h) The position of anchors of the
dredge shall be marked by buoys plain-
ly visible to passing vessels.

§162.270 Restricted areas in vicinity
of Maritime Administration Reserve
Fleets.

(a) The regulations in this section
shall govern the use and navigation of
waters in the vicinity of the following
National Defense Reserve Fleets of the
Maritime Administration, Department
of Transportation:

(1) James River Reserve Fleet, Fort
Eustis, Virginia.

(2) Beaumont Reserve Fleet, Neches
River near Beaumont, Texas.

(3) Suisun Bay Reserve Fleet near
Benicia, California.

(b) No vessels or other watercraft, ex-
cept those owned or controlled by the
United States Government, shall cruise
or anchor between Reserve Fleet units
within 500 feet of the end vessels in
each Reserve Fleet unit, or within 500
feet of the extreme units of the fleets,
unless specific permission of do so has
first been granted in each case by the
enforcing agency.

(c) The regulations in this section
shall be enforced by the respective
Fleet Superintendents and such agen-
cies as they may designate.

[CGD 75-082, 42 FR 51759, Sept. 29, 1977, as
amended by CGD 86-053, 51 FR 43742, Dec. 4,
1986]
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