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TABLE 1B—CROSS REFERENCE—Continued 

Compliance provisions a—§60.713 Test methods— 
§ 60.715 

Category/equip-
ment b 

Installation of 
monitoring de-

vices and record-
keeping—§ 60.714 

Reporting and 
monitoring re-
quirements c— 

§ 60.717 

(b)(7)—Demonstrate that covers meeting the 
requirements of § 60.712(c)(1)–(5) are in-
stalled and used properly; procedures de-
tailing the proper use of covers are posted; 
and the mix equipment is vented to a con-
trol device. 

(b)(8)—Demonstrate that covers meeting the 
requirement of § 60.712(c)(1)–(5) are in-
stalled and used properly and that proce-
dures detailing the proper use of the covers 
are posted. 

C. Both coating operation and coating mix prepa-
ration equipment: (b)(9)—Determine that weight-
ed average mass of VOC in the coating per vol-
ume of coating solids applied for each month.

(a) (i), (j) (k) (d)(2), (e), (g), 
(h), (i) 

a Section 60.713(a) specifies the procedures to be used prior to modification/reconstruction to establish the applicability of the 
VOC standards in § 60.712(b)(1) and (2) for modified/reconstructed coating operations. Section 60.713(a)(1) requires the use of 
the procedures of § 60.713(b)(1), (2), (3), or (4) to demonstrate prior to modification/reconstruction that 90 percent of the applied 
VOC is recovered or destroyed. Section 60.713(a)(2) requires the use of procedures of §60.713(b)(5) to demonstrate prior to 
modification/reconstruction that the coating operation has a total enclosure vented to a control device that is at least 92 percent 
efficient. Sections 60.713(c) and (d) do not have corresponding test methods, monitoring, reporting, or recordkeeping require-
ments. 

b TI = thermal incinerator; CI = catalytic incinerator; CA = carbon adsorber; CO = condenser; PE = partial enclosure; TE = total 
enclosure. 

c See § 60.717(f) for additional reporting requirements when coating mix preparation equipment is constructed at a time when 
no coating operation is being constructed. See § 60.717(g) for addition reporting requirements when coating mix preparation 
equipment is constructed at the same time as an affected coating operation. 

[53 FR 38914, Oct. 3, 1988; 53 FR 43799, Oct. 28, 1988, as amended at 53 FR 47955, Nov. 29, 1988; 
53 FR 49822, Dec. 9, 1988] 

§ 60.712 Standards for volatile organic 
compounds. 

Each owner or operator of any af-
fected facility that is subject to the re-
quirements of this subpart shall com-
ply with the emission limitations set 
forth in this section on and after the 
date on which the initial performance 
test required by § 60.8 is completed, but 
not later than 60 days after achieving 
the maximum production rate at which 
the affected facility will be operated or 
180 days after initial startup, which-
ever date comes first. 

(a) Each owner or operator shall con-
trol emissions from a new coating oper-
ation by recovering or destroying at 
least 93 percent of the VOC content of 
the coating applied at the coating ap-
plicator. 

(b) Each owner or operator of a modi-
fied or reconstructed coating operation 
shall meet the appropriate standard set 
out in (b)(1), (2), or (3) of this section. 

(1) For coating operations dem-
onstrated prior to modification or re-
construction pursuant to § 60.713(a)(1) 
to have emissions controlled by the re-

covery or destruction of at least 90 per-
cent of the VOC content of the coating 
applied at the coating applicator. 

(i) Subject to the provisions of 
(b)(1)(ii) of this section, each owner or 
operator shall continue to control 
emissions from the coating operation 
to at least the demonstrated level or 93 
percent, whichever is lower. 

(ii) If the VOC control device in use 
during the emission reduction dem-
onstration made pursuant to 
§ 60.713(a)(1) is subsequently replaced, 
each owner or operator shall: 

(A) Install a control device that is at 
least 95 percent efficient; and 

(B) Control emissions from the coat-
ing operation to at least the level de-
termined pursuant to § 60.713(a)(3)(ii). 

(2) For coating operations dem-
onstrated prior to modification or re-
construction pursuant to § 60.713(a)(2) 
to have a total enclosure installed 
around the coating operation and all 
VOC emissions ventilated to a control 
device that is at least 92 percent effi-
cient. 

(i) Subject to the provisions of 
(b)(2)(ii) of this section, each owner or 
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operator shall continue to ventilate all 
VOC emissions from the total enclo-
sure to the control device and maintain 
control device efficiency at or above 
the demonstrated level or 95 percent, 
whichever is lower. 

(ii) If the VOC control device in use 
during the control device efficiency 
demonstration made pursuant to 
§ 60.713(a)(2) is subsequently replaced, 
each owner or operator shall install a 
VOC control device that is at least 95 
percent efficient and ventilate all VOC 
emissions from the total enclosure to 
the control device. 

(3) For coating operations not subject 
to paragraph (b)(1) or (2) of this sec-
tion, each owner or operator shall con-
trol emissions from the coating oper-
ation by recovering or destroying at 
least 93 percent of the VOC content of 
the coating applied at the coating ap-
plicator. 

(c) Each owner or operator con-
structing new coating mix preparation 
equipment with concurrent construc-
tion of a new VOC control device (other 
than a condenser) on a magnetic tape 
coating operation shall control emis-
sions from the coating mix preparation 
equipment by installing and using a 
cover on each piece of equipment and 
venting the equipment to a 95 percent 
efficient control device. Each cover 
shall meet the following specifications: 

(1) Cover shall be closed at all times 
except when adding ingredients, with-
drawing samples, transferring the con-
tents, or making visual inspection 
when such activities cannot be carried 
out with cover in place. Such activities 
shall be carried out through ports of 
the minimum practical size. 

(2) Cover shall extend at least 2 cm 
beyond the outer rim of the opening or 
shall be attached to the rim; 

(3) Cover shall be of such design and 
construction that contact is main-
tained between cover and rim along the 
entire perimeter; 

(4) Any breach in the cover (such as 
an opening for insertion of a mixer 
shaft or port for addition of ingredi-
ents) shall be covered consistent with 
(c)(2) and (3) of this section when not 
actively in use. An opening sufficient 
to allow safe clearance for a mixer 
shaft is acceptable during those periods 
when the shaft is in place; and 

(5) A polyethylene or nonpermanent 
cover may be used provided it meets 
the requirements of (c)(2), (3), and (4) of 
this section. Such a cover shall not be 
reused after once being removed. 

(d) Each owner or operator of af-
fected coating mix preparation equip-
ment not subject to § 60.712(c) shall 
control emissions from the coating mix 
preparation equipment by either: 

(1) Installing and using a cover that 
meets the specifications in paragraphs 
(c)(1)–(5) of this section and venting 
VOC emissions from the equipment to 
a VOC control device; or 

(2) Installing and using a cover that 
meets the specifications in paragraphs 
(c)(1)–(5) of this section. 

(e) In lieu of complying with 
§ 60.712(a) through (d), each owner or 
operator may use coatings that contain 
a maximum of 0.20 kg of VOC per liter 
of coating solids as calculated on a 
weighted average basis for each nomi-
nal 1-month period. 

§ 60.713 Compliance provisions. 

(a) Applicability of § 60.712(b)(1) and 
(2) (standards for modified or recon-
structed coating operations) and deter-
mination of control level required in 
§ 60.712(b)(1)(ii)(B). 

(1) To establish applicability of 
§ 60.712(b)(1), each owner or operator 
must demonstrate, prior to modifica-
tion or reconstruction, that at least 90 
percent of the VOC content of the coat-
ing applied at the coating applicator is 
recovered or destroyed. Such dem-
onstration shall be made using the pro-
cedures of paragraph (b)(1), (b)(2), 
(b)(3), or (b)(4) of this section, as appro-
priate. 

(2) To establish applicability of 
§ 60.712(b)(2), each owner or operator 
must demonstrate, prior to modifica-
tion or reconstruction, that a total en-
closure is installed around the existing 
coating operation and that all VOC 
emissions are ventilated to a control 
device that is at least 92 percent effi-
cient. Such demonstration shall be 
made using the procedures of 
§ 60.713(b)(5). 

(3) To determine the level of control 
required in § 60.712(b)(1)(ii)(B), the 
owner or operator must demonstrate: 
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