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prior to February 1, 1992 (see subparts
Q and R of this part); or

(iii) The requirements
§80.836 or §80.933.

(6) The expression “ships constructed”
means “ships the keels of which are
laid, or construction identificable with
a specific ship begins and assembly of
that ship has commenced comprising
at least 50 tons gross tonnage or 1% of
the estimated mass f all structural ma-
terial, whichever is less.

(c) The requirements of this subpart
do not modify the requirements for
ships navigated on the Great Lakes or
small passenger boats. The require-
ments contained in the Agreement Be-
tween the United States of America
and Canada for Promotion of Safety on
the Great Lakes by Means of Radio,
1973, continue to apply (see subpart T
of this part). The requirements con-
tained in part 11l of title Il of the
Communications Act continue to apply
(see subpart S of this part).

(d) No provision in this subpart is in-
tended to prevent the use by any ship,
survival craft, or person in distress, of
any means at their disposal to attract
attention, make known their position
and obtain help.

of either

[57 FR 9065, Mar. 16, 1992, as amended at 60
FR 58245, Nov. 27, 1995; 60 FR 62927, Dec. 7,
1995]

§80.1067 Inspection of station.

(@) Ships must have the required
equipment inspected at least once
every 12 months by an FCC-licensed
technician holding a GMDSS Radio
Maintainer’s License. If the ship passes
the inspection the technician will issue
a Safety Certificate. Safety Certifi-
cates may be obtained from the Com-
mission’s National Call Center at 1-888-
CALL FCC (1-888-225-5322) or from its
field offices. The effective date of the
ship Safety Certificate is the date the
station is found to be in compliance or
not later than one business day later.
The FCC-licensed technician must use
the latest FCC Information Bulletin,
How to Conduct a GMDSS Inspection.
Contact the FCC’s National Call Center
at 1-888-CALL FCC (1-888-225-5322) to
request a copy.

(b) Certificates issued in accordance
with the Safety Convention must be

§80.1071

posted in a prominent and accessible
place on the ship.

[57 FR 9065, Mar. 16, 1992, as amended at 63
FR 29660, June 1, 1998]

§80.1069 Maritime sea areas.

(a) For the purpose of this subpart, a
ship’s area of operation is defined as
follows:

(1) Sea area Al. An area within the ra-
diotelephone coverage of at least one
VHF coast station in which continuous
DSC alerting is available as defined by
the International Maritime Organiza-
tion.

(2) Sea area A2. An area, excluding
sea area Al, within the radiotelephone
coverage of at least one MF coast sta-
tion in which continuous DSC alerting
is available as defined by the Inter-
national Maritime Organization.

(3) Sea area A3. An area, excluding
sea areas Al and A2, within the cov-
erage of an INMARSAT geostationary
satellite in which continuous alerting
is available.

(4) Sea area A4. An area outside sea
areas Al, A2 and A3.

(b) Maritime sea areas are delineated
in the International Maritime Organi-
zation Publication GMDSS Master
Plan of Shore-Based Facilities. The
Master Plan can be purchased from the
International Maritime Organization, 4
Albert Embankment, London SE1 7SR,
United Kingdom.

§80.1071 Exemptions.

(a) In certain circumstances, partial
or conditional exemptions may be
granted to individual ships from the re-
quirements of §§80.1085, 80.1087, 80.1089,
80.1091, and 80.1093 provided: such ships
comply with the functional require-
ments of §80.1081 and a showing is
made that such an exemption will not
have a material effect upon the general
efficiency of the service for the safety
of all ships.

(b) An exemption may be granted
under paragraph (a) of this section
only:

(1) If the conditions affecting safety
are such as to render the full applica-
tion of §§80.1085, 80.1087, 80.1089, 80.1091,
and 80.1093 unreasonable or unneces-
sary or otherwise not in the public in-
terest;
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