§95.630 47 CFR Ch. | (10-1-04 Edition)
Center fre- Center fre-
Channel No. quency Channel No. quency
(MHz) (MHz)
172 ... 216.5575 244 .. 216.9175
173 216.5625 245 .. 216.9225
174 216.5675 246 .. 216.9275
175 216.5725 247 .. 216.9325
176 216.5775 248 .. 216.9375
177 216.5825 249 .. 216.9425
178 216.5875 250 .. 216.9475
179 216.5925 251 .. 216.9525
180 216.5975 252 .. 216.9575
181 216.6025 253 .. 216.9625
182 ... 216.6075 254 .. 216.9675
183 ... 216.6125 255 .. 216.9725
184 216.6175 256 .. 216.9775
185 216.6225 257 .. 216.9825
186 216.6275 258 .. 216.9875
187 ... 216.6325 259 .. 216.9925
188 ... 216.6375 260 .. 216.9975
189 216.6425
]g? g}g-g‘s‘;g (2) LPRS transmitters operating on
192 2166575 harrowband channels must be main-
193 2166625 tained within a frequency stability of
194 216.6675 1.5 parts per million.
195 216.6725
196 ... 216.6775  [61 FR 46567, Sept. 4, 1996]
197 ... 216.6825
198 2166875  §95.630 WMTS Transmitter fre-
199 216.6925 quencies
200 216.6975 * i i
201 ... 216.7025 WMTS transmitters may operate in
202 ... 216.7075 e _
203 516.7128 the _frequency bands specified as fol
204 2167175  lows:
205 216.7225 608-614 MHz
28673 g:g;g;g 1395-1400 MHz
208 216.7375 1427-1429.5 MHz except at the loca-
209 2167425 tions listed in §90.259(b)(4) where
210 ... 216.7475  WMTS may operate in the 1429-1431.5
211 ... 216.7525
212 216.7575 MHz band.
213 216.7625 69 FR 39868, July 1, 2004]
214 216.7675
215 216.7725 -
216 o16777s  $95.631 Emission types.
21; g}g-;ggg (@) A GMRS transmitter must trans-
219 2167925 ~Mit only emission types AlD, FI1D,
220 216.7975 G1D, H1D, J1D, R1D, A3E, F3E, G3E,
221 216.8025 H3E, J3E or R3E. A non-voice emission
ggg g}g-g%g is limited to selective calling or tone-
204 2168175 Operated squelch tones to establish or
225 ... 216.8225 continue voice communications. See
ggg g}ggg;g §95.181 (g) and (h).
208 216.8375 (b) An R/C 'gransmltter may tral_'lsmlt
229 216.8425 any appropriate non-voice emission
230 216.8475  which meets the emission limitations
231 216.8525 of §95.633.
232 216.8575 . .
233 516.8625 (c) A CB transmitter may transmit
234 216.8675 only emission types AlD, H1D, JiD,
235 316-8355 R1D, A3E, H3E, J3E, R3E. A non-voice
235 212:3822 emission is limited to selective calling
238 ... 216.8875 Or tone-operated squelch tones to es-
239 ... 216.8925  tablish or continue voice communica-
52‘1’ g}g-gg;g tions. See §95.412 (b) and (c).
242 516.9075 (d) An FRS unit may transmit only
243 ... 2169125 emission type F3E or F2D. A non-voice
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