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(D) Criterion 4. A structure, system, 
or component which operating experi-
ence or probabilistic risk assessment 
has shown to be significant to public 
health and safety. 

(iii) A licensee is not required to pro-
pose to modify technical specifications 
that are included in any license issued 
before August 18, 1995, to satisfy the 
criteria in paragraph (c)(2)(ii) of this 
section. 

(3) Surveillance requirements. Surveil-
lance requirements are requirements 
relating to test, calibration, or inspec-
tion to assure that the necessary qual-
ity of systems and components is main-
tained, that facility operation will be 
within safety limits, and that the lim-
iting conditions for operation will be 
met. 

(4) Design features. Design features to 
be included are those features of the fa-
cility such as materials of construction 
and geometric arrangements, which, if 
altered or modified, would have a sig-
nificant effect on safety and are not 
covered in categories described in para-
graphs (c) (1), (2), and (3) of this sec-
tion. 

(5) Administrative controls. Adminis-
trative controls are the provisions re-
lating to organization and manage-
ment, procedures, recordkeeping, re-
view and audit, and reporting nec-
essary to assure operation of the facil-
ity in a safe manner. Each licensee 
shall submit any reports to the Com-
mission pursuant to approved technical 
specifications as specified in § 50.4. 

(6) Decommissioning. This paragraph 
applies only to nuclear power reactor 
facilities that have submitted the cer-
tifications required by § 50.82(a)(1) and 
to non-power reactor facilities which 
are not authorized to operate. Tech-
nical specifications involving safety 
limits, limiting safety system settings, 
and limiting control system settings; 
limiting conditions for operation; sur-
veillance requirements; design fea-
tures; and administrative controls will 
be developed on a case-by-case basis. 

(7) Initial notification. Reports made 
to the Commission by licensees in re-
sponse to the requirements of this sec-
tion must be made as follows: 

(i) Licensees that have an installed 
Emergency Notification System shall 
make the initial notification to the 

NRC Operations Center in accordance 
with § 50.72 of this part. 

(ii) All other licensees shall make the 
initial notification by telephone to the 
Administrator of the appropriate NRC 
Regional Office listed in appendix D, 
part 20, of this chapter. 

(8) Written Reports. Licensees for nu-
clear power reactors licensed under 
§50.21(b) and § 50.22 of this part shall 
submit written reports to the Commis-
sion in accordance with § 50.73 of this 
part for events described in paragraphs 
(c)(1) and (c)(2) of this section. For all 
licensees, the Commission may require 
Special Reports as appropriate. 

(d)(1) This section shall not be 
deemed to modify the technical speci-
fications included in any license issued 
prior to January 16, 1969. A license in 
which technical specifications have not 
been designated shall be deemed to in-
clude the entire safety analysis report 
as technical specifications. 

(2) An applicant for a license author-
izing operation of a production or utili-
zation facility to whom a construction 
permit has been issued prior to Janu-
ary 16, 1969, may submit technical spec-
ifications in accordance with this sec-
tion, or in accordance with the require-
ments of this part in effect prior to 
January 16, 1969. 

(3) At the initiative of the Commis-
sion or the licensee, any license may be 
amended to include technical specifica-
tions of the scope and content which 
would be required if a new license were 
being issued. 

(e) The provisions of this section 
apply to each nuclear reactor licensee 
whose authority to operate the reactor 
has been removed by license amend-
ment, order, or regulation. 

[33 FR 18612, Dec. 17, 1968, as amended at 48 
FR 33860, July 26, 1983; 51 FR 40308, Nov. 6, 
1986; 53 FR 19249, May 27, 1988; 60 FR 36959, 
July 19, 1995; 61 FR 39299, July 29, 1996] 

§ 50.36a Technical specifications on 
effluents from nuclear power reac-
tors. 

(a) In order to keep releases of radio-
active materials to unrestricted areas 
during normal conditions, including ex-
pected occurrences, as low as is reason-
ably achievable, each licensee of a nu-
clear power reactor will include tech-
nical specifications that, in addition to 
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requiring compliance with applicable 
provisions of § 20.1301 of this chapter, 
require that: 

(1) Operating procedures developed 
pursuant to § 50.34a(c) for the control of 
effluents be established and followed 
and that the radioactive waste system, 
pursuant to § 50.34a, be maintained and 
used. The licensee shall retain the op-
erating procedures in effect as a record 
until the Commission terminates the 
license and shall retain each super-
seded revision of the procedures for 3 
years from the date it was superseded. 

(2) Each licensee shall submit a re-
port to the Commission annually that 
specifies the quantity of each of the 
principal radionuclides released to un-
restricted areas in liquid and in gas-
eous effluents during the previous 12 
months, including any other informa-
tion as may be required by the Com-
mission to estimate maximum poten-
tial annual radiation doses to the pub-
lic resulting from effluent releases. 
The report must be submitted as speci-
fied in § 50.4, and the time between sub-
mission of the reports must be no 
longer than 12 months. If quantities of 
radioactive materials released during 
the reporting period are significantly 
above design objectives, the report 
must cover this specifically. On the 
basis of these reports and any addi-
tional information the Commission 
may obtain from the licensee or others, 
the Commission may require the li-
censee to take action as the Commis-
sion deems appropriate. 

(b) In establishing and implementing 
the operating procedures described in 
paragraph (a) of this section, the li-
censee shall be guided by the following 
considerations: Experience with the de-
sign, construction, and operation of nu-
clear power reactors indicates that 
compliance with the technical speci-
fications described in this section will 
keep average annual releases of radio-
active material in effluents and their 
resultant committed effective dose 
equivalents at small percentages of the 
dose limits specified in § 20.1301 and in 
the license. At the same time, the li-
censee is permitted the flexibility of 
operation, compatible with consider-
ations of health and safety, to assure 
that the public is provided a depend-
able source of power even under un-

usual conditions which may tempo-
rarily result in releases higher than 
such small percentages, but still within 
the limits specified in § 20.1301 of this 
chapter and in the license. It is ex-
pected that in using this flexibility 
under unusual conditions, the licensee 
will exert its best efforts to keep levels 
of radioactive material in effluents as 
low as is reasonably achievable. The 
guides set out in appendix I, provide 
numerical guidance on limiting condi-
tions for operation for light-water 
cooled nuclear power reactors to meet 
the requirement that radioactive mate-
rials in effluents released to unre-
stricted areas be kept as low as is rea-
sonably achievable. 

[61 FR 39299, July 29, 1996] 

§ 50.36b Environmental conditions. 
Each license authorizing operation of 

a production or utilization facility, and 
each license for a nuclear power reac-
tor facility for which the certification 
of permanent cessation of operations 
required under § 50.82(a)(1) has been 
submitted, which is of a type described 
in § 50.21(b) (2) or (3) or § 50.22 or is a 
testing facility, may include condi-
tions to protect the environment to be 
set out in an attachment to the license 
which is incorporated in and made a 
part of the license. These conditions 
will be derived from information con-
tained in the environmental report and 
the supplement to the environmental 
report submitted pursuant to §§ 51.50 
and 51.53 of this chapter as analyzed 
and evaluated in the NRC record of de-
cision, and will identify the obligations 
of the licensee in the environmental 
area, including, as appropriate, re-
quirements for reporting and keeping 
records of environmental data, and any 
conditions and monitoring requirement 
for the protection of the nonaquatic 
environment. 

[61 FR 39299, July 29, 1996] 

§ 50.37 Agreement limiting access to 
Classified Information. 

As part of its application and in any 
event before the receipt of Restricted 
Data or classified National Security In-
formation or the issuance of a license 
or construction permit, the applicant 
shall agree in writing that it will not 
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