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TABLE 2.—OPERATORS THAT DO NOT TRANSPORT HAZARDOUS MATERIALS—WILL-NOT-CARRY
CERTIFICATE HOLDERS

Operators and | Operators and

round-han- round-han-
hAspe(éts of transpolrl gf glifr;g agent's glir#:j agents iah (t:)rew m%m-
azardous materials : staff acceptin staff respon- Flight crew ers (other
air with which they muzt (Sseg'?\‘%%sz) cargo otﬁerg sible forpthe hgﬁgﬁﬁ;@;{gﬂ men%bers and than (ﬂight
be familiar, as a min- Will-not-carry than haz- handling, stor- Will-not-carry load planners crew mem-
imum ardous mate- | age, and load- Will-not-carry bers)
(See Note 1) rials ing of cargo Will-not-carry
(See Note 3) and baggage
Will-not-carry Will-not-carry
General philosophy ....... X X X X X X
Limitations ..........c.cc...... X X X X X X
General requirements
for shippers .... X
Classification . X
List of hazardous
fals .o X | i | e | e | e | e
General packing require-
MENtS ...oovvrrieciine X | i | v | e | s | e
Labeling and marking .... X X X X X X

Hazardous materials
transport document
and other relevant
documentation ........... X X ] i | v | e |

Acceptance ProCeAUINES | ....ccccoivciiiiies | v | o | e | e | e

Recognition of
undeclared hazardous
materials ..o X X X X X X

Storage and loading
procedures

Pilots’ notification .

Provisions for pas-
sengers and Crew ..... | .occoceeevccnennens X X X X X

Emergency procedures X X X X X X

N NotgI 1—Depending on the responsibilities of the person, the aspects of training to be covered may vary from those shown in
the table.

Note 2—When a person offers a consignment of hazmat, including COMAT, for air transport for or on behalf of the certificate
holder, then that person must be properly trained. All shippers of hazmat must be trained under 49 CFR. The shipper functions
in 49 CFR mirror the training aspects that must be covered for any shipper, including a will-not-carry certificate holder offering
dangerous goods for transport, with the exception of recognition training. Recognition training is a separate FAA requirement in
the certificate holder’s training program.

Note 3—When an operator, its subsidiary, or an agent of the operator is undertaking the responsibilities of acceptance staff,
such as the passenger handling staff accepting small parcel cargo, the certificate holder, its subsidiary, or the agent must be
trained in the certificate holder’s training program and comply with the acceptance staff training requirements.

[Doc. No. FAA-2003-15085, 70 FR 58825, Oct. 7, 2005, as amended by Amdt. 121-318, 70 FR 75396,
Dec. 20, 2005]

PART 125—CERTIFICATION AND Subpart A—General
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OR MORE PASSENGERS OR A : eviation authority. .
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Subpart B—Certification Rules and

SPECIAL FEDERAL AVIATION REGULATION NoO. Miscellaneous Requ”ements

89 [NoTE] 125.21 Application for operating certificate.
SPECIAL FEDERAL AVIATION REGULATION No. 125.23 Rules applicable to operations subject
97 [NoOTE] to this part.

125.25 Management personnel required.
125.27 Issue of certificate.
125.29 Duration of certificate.
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125.31 Contents of certificate and operations
specifications.

125.33 Operations specifications not a part
of certificate.

125.35 Amendment of operations specifica-
tions.

125.37 Duty period limitations.

125.39 Carriage of narcotic drugs, mari-
huana, and depressant or stimulant drugs
or substances.

125.41 Awvailability of certificate and oper-
ations specifications.

125.43 Use of operations specifications.
125.45 Inspection authority.

125.47 Change of address.

125.49 Airport requirements.

125.51 En route navigational facilities.

125.53 Flight locating requirements.

Subpart C—Manual Requirements

125.71 Preparation.
125.73 Contents.
125.75 Airplane flight manual.

Subpart D—Airplane Requirements

125.91 Airplane requirements: General.
125.93 Airplane limitations.

Subpart E—Special Airworthiness
Requirements

125.111
125.113
125.115
125.117
125.119
125.121
125.123
125.125
125.127

General.

Cabin interiors.

Internal doors.

Ventilation.

Fire precautions.

Proof of compliance with §125.119.

Propeller deicing fluid.

Pressure cross-feed arrangements.

Location of fuel tanks.

125.129 Fuel system lines and fittings.

125.131 Fuel lines and fittings in designated
fire zones.

125.133 Fuel valves.

125.135 Oil lines and fittings in designated
fire zones.

125.137 Oil valves.

125.139 Oil system drains.

125.141 Engine breather lines.

125.143 Firewalls.

125.145 Firewall construction.

125.147 Cowling.

125.149 Engine accessory section diaphragm.

125.151 Powerplant fire protection.

125.153 Flammable fluids.

125.155 Shutoff means.

125.157 Lines and fittings.

125.159 Vent and drain lines.

125.161 Fire-extinguishing systems.

125.163 Fire-extinguishing agents.

125.165 Extinguishing agent container pres-

sure relief.
125.167 Extinguishing agent container com-
partment temperature.
125.169 Fire-extinguishing
rials.

system mate-
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125.171 Fire-detector systems.

125.173 Fire detectors.

125.175 Protection of other airplane compo-
nents against fire.

125.177 Control of engine rotation.

125.179 Fuel system independence.

125.181 Induction system ice prevention.

125.183 Carriage of cargo in passenger com-
partments.

125.185 Carriage of cargo in cargo compart-
ments.

125.187 Landing gear: Aural warning device.

125.189 Demonstration of emergency evacu-
ation procedures.

Subpart F—Instrument and Equipment
Requirements

125.201 Inoperable
ment.

125.203 Radio and navigational equipment.

125.204 Portable electronic devices.

125.205 Equipment requirements: Airplanes
under IFR.

125.206 Pitot heat indication systems.

125.207 Emergency equipment requirements.

125.209 Emergency equipment: Extended
overwater operations.

125.211 Seat and safety belts.

125.213 Miscellaneous equipment.

125.215 Operating information required.

125.217 Passenger information.

instruments and equip-

125.219 Oxygen for medical use by pas-
sengers.

125.221 Icing conditions: Operating limita-
tions.

125.223 Airborne weather radar equipment
requirements.

125.224 Collision Avoidance System.

125.225 Flight recorders.

125.226 Digital flight data recorders.

125.227 Cockpit voice recorders.

Subpart G—Maintenance

125.241 Applicability.

125.243 Certificate holder’s responsibilities.

125.245 Organization required to perform
maintenance, preventive maintenance,
and alteration.

125.247 Inspection programs and mainte-
nance.
125.248 Special

quirements.
125.249 Maintenance manual requirements.
125.251 Required inspection personnel.

maintenance program re-

Subpart H—Airman and Crewmember
Requirements

125.261 Airman: Limitations on use of serv-
ices.

125.263 Composition of flightcrew.

125.265 Flight engineer requirements.

125.267 Flight navigator and long-range
navigation equipment.

125.269 Flight attendants.
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125.271 Emergency and emergency evacu-
ation duties.

Subpart I—Flight Crewmember
Requirements

125.281 Pilot-in-command qualifications.

125.283 Second-in-command qualifications.

125.285 Pilot qualifications: Recent experi-
ence.

125.287 Initial and recurrent pilot testing
requirements.

125.289 Initial and recurrent flight attend-
ant crewmember testing requirements.
125.291 Pilot in command: Instrument pro-

ficiency check requirements.

125.293 Crewmember: Tests and checks,
grace provisions, accepted standards.
125.295 Check airman authorization: Appli-

cation and issue.
125.296 Training, testing, and checking con-
ducted by training centers: Special rules.
125.297 Approval of flight simulators and
flight training devices.

Subpart J—Flight Operations

125.311 Flight crewmembers at controls.

125.313 Manipulation of controls when car-
rying passengers.

125.315 Admission to flight deck.

125.317 Inspector’s credentials: Admission to
pilots’ compartment: Forward observer’s
seat.

125.319 Emergencies.

125.321 Reporting potentially hazardous me-
teorological conditions and irregularities
of ground and navigation facilities.

125.323 Reporting mechanical irregularities.

125.325 Instrument approach procedures and
IFR landing minimums.

125.327 Briefing of passengers before flight.

125.328 Prohibition on crew interference.

125.329 Minimum altitudes for use of auto-
pilot.

125.331 Carriage of persons without compli-
ance with the passenger-carrying provi-
sions of this part.

125.333 Stowage of food, beverage, and pas-
senger service equipment during airplane
movement on the surface, takeoff, and
landing.

Subpart K—Flight Release Rules

125.351 Flight release authority.

125.353 Facilities and services.

125.355 Airplane equipment.

125.357 Communication and navigation fa-
cilities.

125.359 Flight release under VFR.

125.361 Flight release under IFR or over-
the-top.

125.363 Flight release over water.

125.365 Alternate airport for departure.

125.367 Alternate airport for destination:
IFR or over-the-top.

§125.1

125.369 Alternate airport weather mini-
mums.

125.371 Continuing flight in unsafe condi-
tions.

125.373 Original flight release or amend-
ment of flight release.

125.375 Fuel supply: Nonturbine and turbo-
propeller-powered airplanes.

125.377 Fuel supply: Turbine-engine-powered
airplanes other than turbopropeller.

125.379 Landing weather minimums: IFR.

125.381 Takeoff and landing weather mini-
mums: IFR.

125.383 Load manifest.

Subpart L—Records and Reports

125.401 Crewmember record.

125.403 Flight release form.

125.405 Disposition of load manifest, flight
release, and flight plans.

125.407 Maintenance log: Airplanes.

125.409 Reports of defects or unairworthy

conditions.

125.410 Service difficulty reports (struc-
tural).

125.411 Airworthiness release or mainte-

nance record entry.

APPENDIX A TO PART 125—ADDITIONAL EMER-
GENCY EQUIPMENT

APPENDIX B TO PART 125—CRITERIA FOR DEM-
ONSTRATION OF EMERGENCY EVACUATION
PROCEDURES UNDER §125.189

APPENDIX C TO PART 125—ICE PROTECTION

APPENDIX D TO PART 125—AIRPLANE FLIGHT
RECORDER SPECIFICATION

APPENDIX E TO PART 125—AIRPLANE FLIGHT
RECORDER SPECIFICATIONS

AUTHORITY: 49 U.S.C. 106(g), 40113, 44701-
44702, 44705, 44710-44711, 44713, 44716-44717,
44722.

SouRrce: Docket No. 19779, 45 FR 67235, Oct.
9, 1980, unless otherwise noted.

SPECIAL FEDERAL AVIATION REGULATION
No. 89

EDITORIAL NOTE: For the text of SFAR No.
89, see part 121 of this chapter.

SPECIAL FEDERAL AVIATION REGULATION
No. 97

EDITORIAL NOTE: For the text of SFAR No.
97, see part 91 of this chapter.

Subpart A—General

§125.1 Applicability.

(a) Except as provided in paragraphs
(b), (c) and (d) of this section, this part
prescribes rules governing the oper-
ations of U.S.-registered civil airplanes
which have a seating configuration of
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20 or more passengers or a maximum
payload capacity of 6,000 pounds or
more when common carriage is not in-
volved.

(b) The rules of this part do not apply
to the operations of airplanes specified
in paragraph (a) of this section, when—

(1) They are required to be operated
under part 121, 129, 135, or 137 of this
chapter;

(2) They have been issued restricted,
limited, or provisional airworthiness
certificates, special flight permits, or
experimental certificates;

(3) They are being operated by a part
125 certificate holder without carrying
passengers or cargo under part 91 for
training, ferrying, positioning, or
maintenance purposes;

(4) They are being operated under
part 91 by an operator certificated to
operate those airplanes under the rules
of parts 121, 135, or 137 of this chapter,
they are being operated under the ap-
plicable rules of part 121 or part 135 of
this chapter by an applicant for a cer-
tificate under part 119 of this chapter
or they are being operated by a foreign
air carrier or a foreign person engaged
in common carriage solely outside the
United States under part 91 of this
chapter;

(5) They are being operated under a
deviation authority issued under §125.3;

(6) They are being operated under
part 91, subpart K by a fractional
owner as defined in §91.1001 of this
chapter; or

(7) They are being operated by a frac-
tional ownership program manager as
defined in §91.1001 of this chapter, for
training, ferrying, positioning, mainte-
nance, or demonstration purposes
under part 91 of this chapter and with-
out carrying passengers or cargo for
compensation or hire except as per-
mitted for demonstration flights under
§91.501(b)(3) of this chapter.

(c) The rules of this part, except
§125.247, do not apply to the operation
of airplanes specified in paragraph (a)
when they are operated outside the
United States by a person who is not a
citizen of the United States.

(d) The provisions of this part apply
to each person on board an aircraft
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being operated under this part, unless
otherwise specified.

[Doc. No. 19779, 45 FR 67235, Oct. 9, 1980, as
amended by Amdt. 125-4, 47 FR 44719, Oct. 12,
1982; Amdt. 125-5, 49 FR 34816, Sept. 4, 1984;
Amdt. 125-6, 51 FR 873, Jan. 8, 1986; Amdt.
125-9, 52 FR 20028, May 28, 1987; Amdt. 121-251,
60 FR 65937, Dec. 20, 1995; Amdt. 125-31, 64 FR
1080, Jan. 7, 1999; Amdt. 125-44, 68 FR 54585,
Sept. 17, 2003]

§125.3 Deviation authority.

(@) The Administrator may, upon
consideration of the circumstances of a
particular operation, issue deviation
authority providing relief from speci-
fied sections of part 125. This deviation
authority will be issued as a Letter of
Deviation Authority.

(b) A Letter of Deviation Authority
may be terminated or amended at any
time by the Administrator.

(c) A request for deviation authority
must be submitted to the nearest
Flight Standards District Office, not
less than 60 days prior to the date of in-
tended operations. A request for devi-
ation authority must contain a com-
plete statement of the circumstances
and justification for the deviation re-
quested.

[Doc. No. 19779, 45 FR 67235, Oct. 9, 1980, as
amended by Amdt. 125-13, 54 FR 39294, Sept.
25, 1989]

§125.5 Operating certificate and oper-
ations specifications required.

(a) After February 3, 1981, no person
may engage in operations governed by
this part unless that person holds a
certificate and operations specification
or appropriate deviation authority.

(b) Applicants who file an application
before June 1, 1981 shall continue to op-
erate under the rules applicable to
their operations on February 2, 1981
until the application for an operating
certificate required by this part has
been denied or the operating certificate
and operations specifications required
by this part have been issued.

(c) The rules of this part which apply
to a certificate holder also apply to
any person who engages in any oper-
ation governed by this part without an
appropriate certificate and operations
specifications required by this part or a
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