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cassette before or after it is used to ful-
fill the requirements of this part. 

(c) A person certified in accordance 
with § 70.202 (Certified person; sam-
pling) shall properly complete the dust 
data card that is provided by the man-
ufacturer for each filter cassette. The 
card shall have an identification num-
ber identical to that on the cassette 
used to take the sample and be sub-
mitted to MSHA with the sample. Each 
card shall be signed by the certified 
person and shall include that person’s 
certification number. Respirable dust 
samples with data cards not properly 
completed will be voided by MSHA. 

(d) All respirable dust samples col-
lected by the operator shall be consid-
ered taken to fulfill the sampling re-
quirements of part 70, 71 or 90 of this 
title, unless the sample has been iden-
tified in writing by the operator to the 
District Manager, prior to the intended 
sampling shift, as a sample to be used 
for purposes other than required by 
part 70, 71 or 90 of this title. 

(e) Respirable dust samples received 
by MSHA in excess of those required by 
this part shall be considered invalid 
samples. 

(Pub. L. No. 96–511, 94 Stat. 2812 (44 U.S.C. 
3501 et seq.)) 

[45 FR 24006, Apr. 8, 1981, as amended at 47 
FR 14696, Apr. 6, 1982; 58 FR 63528, Dec. 2, 
1993; 60 FR 33723, June 29, 1995; 60 FR 35695, 
July 11, 1995] 

§ 70.210 Respirable dust samples; re-
port to operator; posting. 

(a) The Secretary shall provide the 
operator with a report of the following 
data on respirable dust samples as soon 
as practicable: 

(1) The mine identification number; 
(2) The mechanized mining unit or 

designated area within the mine from 
which the samples were taken; 

(3) The concentration of respirable 
dust, expressed in milligrams per cubic 
meter of air, for each valid sample; 

(4) The average concentration of res-
pirable dust, expressed in milligrams 
per cubic meter of air, for all valid 
samples; 

(5) The occupation code, where appli-
cable, and; 

(6) The reason for voiding any sam-
ples. 

(b) Upon receipt, the operator shall 
post this data for at least 31 days on 
the mine bulletin board. 

§ 70.220 Status change reports. 

(a) If there is a change in operational 
status that affects the respirable dust 
sampling requirements of this part, the 
operator shall report the change in 
operational status of the mine, mecha-
nized mining unit, or designated area 
to the MSHA District Office or to any 
other MSHA office designated by the 
District Manager. Status changes shall 
be reported in writing within 3 working 
days after the status change has oc-
curred. 

(b) Each specific operational status is 
defined as follows: (1) Underground 
mine: (i) Producing—has at least one 
mechanized mining unit producing ma-
terial. 

(ii) Nonproducing—no material is 
being produced. 

(iii) Abandoned—the work of all min-
ers has been terminated and production 
activity has ceased. 

(2) Mechanized mining unit: 
(i) Producing—producing material 

from a working section. 
(ii) Nonproducing—temporarily 

ceased production of material. 
(iii) Abandoned—permanently ceased 

production of material. 
(3) Designated Area: 
(i) Producing—activity is occurring. 
(ii) Nonproducing—activity has 

ceased. 
(iii) Abandoned—the dust generating 

source has been withdrawn and activ-
ity has ceased. 

Subpart D—Respiratory Equipment 

AUTHORITY: Title II, secs. 303(b), and 508, 
Federal Coal Mine Health and Safety Act of 
1969 (83 Stat. 742; 30 U.S.C. 801); secs. 301(a) 
and 302(a), Federal Mine Safety and Health 
Amendments Act of 1977, Pub. L. 95–164, 30 
U.S.C. 961 and 951 and 29 U.S.C. 577a, 91 Stat. 
1317 and 91 Stat. 1319; sec. 508, Federal Mine 
Safety and Health Act of 1977, Pub. L. 91–173 
as amended by Pub. L. 95–164, 30 U.S.C. 957, 83 
Stat. 803. 

SOURCE: 35 FR 5544, Apr. 3, 1970, unless oth-
erwise noted. 

VerDate Aug<31>2005 08:35 Aug 04, 2006 Jkt 208116 PO 00000 Frm 00445 Fmt 8010 Sfmt 8010 Y:\SGML\208116.XXX 208116


