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thickness of which does not differ from 
that of the test block by more than 
plus or minus 50 percent of 11⁄2 inches, 
whichever is less, except that forged 
flanges and tube sheets thicker than 
51⁄2 inches may be qualified from a 4- 
inch test block. 

(4) As many test blocks shall be made 
as are required under the foregoing 
rule in paragraph (c)(3) of this section 
to cover the weight of product and 
range of thickness found in the forg-
ings represented. The major axis of the 
test specimens shall be parallel to the 
length of the test block. 

(d) Bars and shapes, rolled or forged. 
(1) The manufacturer of forged or 
rolled bars and shapes may certify such 
by reporting the results of one set of 
Charpy impact specimens, or two drop- 
weight specimens, as applicable, pro-
duced from each 5 short tons from a 
single melting furnace heat, processed 
in a similar manner and heat-treated 
as a single furnace batch, if heat-treat-
ed. The impact specimens shall be cut 
from the heaviest section, clear of fil-
lets, of the shape being tested with the 
axis of the specimens parallel to the 
axis of the bar or shape. 

(e) Castings. (1) The manufacturer of 
castings may certify them by reporting 
the results of one set of Charpy impact 
specimens or two drop-weight speci-
mens, as applicable, taken from each 5 
short tons of product from each melt-
ing furnace heat. These specimens shall 
be taken either directly from a produc-
tion casting or from test coupons cast 
attached thereto provided the addi-
tional requirements in this paragraph 
are met. 

(2) One set of Charpy impact or two 
drop-weight specimens may represent 
all castings (up to 5 short tons) that 
are from the same heat of material and 
that have a thickness that does not dif-
fer from the thickness of the section 
from which the specimens were taken 
by more than plus or minus 25 percent, 
or 11⁄2 inches, whichever is less. A wider 
range of thicknesses from one heat 
may be covered by taking additional 
sets of specimens from thicker or thin-
ner material as may be required. 

(3) The test specimens shall be heat- 
treated in the same manner as the 
castings represented, which heat-treat-
ment of specimens may be carried out 

in the furnace with the castings rep-
resented, or separately, but if carried 
out separately both heat-treatments 
shall be done in automatically con-
trolled furnaces equipped with cali-
brated recording pyrometers, the cer-
tified records of which shall be made 
available to the marine inspector. 

(f) Small parts. The manufacturer of 
small parts, either cast or forged, may 
certify a lot of not more than 20 dupli-
cate parts or 5 short tons, whichever is 
less, by reporting the results of one set 
of Charpy impact specimens, or two 
drop-weight specimens, as applicable, 
taken from one such part selected at 
random, provided the same kind of ma-
terial and the same process of produc-
tion were used for all of the lot. When 
the part is too small to provide the 
specimens of at least minimum size, no 
impact test need be made. For such 
parts too small to impact test, tough-
ness qualifications shall be determined 
by the Commandant based on material, 
chemical, and mechanical properties. 

[CGFR 68–82, 33 FR 18828, Dec. 18, 1968, as 
amended by CFR 73–254, 40 FR 40164, Sept. 2, 
1975; USCG–1999–5151, 64 FR 67178, Dec. 1, 
1999] 

§ 54.05–15 Weldment toughness tests— 
procedure qualifications. 

(a) Plate for which Charpy V-notch 
impact testing is required in the parent 
material and for which V-notch mini-
ma are specified shall similarly have 
welding procedures qualified for tough-
ness by Charpy V-notch testing. For 
these tests, the test plates shall be ori-
ented with their final rolling direction 
parallel to the weld axis (i.e., so that 
transverse impact specimens result), 
and with the V-notch normal to the 
plate surface. The sample weld joint 
preparation shall be the same as that 
used in production. The number of test 
specimens and the location of their 
notches shall be as shown in Figure 
54.05–15(a) and as described in para-
graphs (a) (1) through (5) of this sec-
tion. 

(1) Three specimens with the notch 
centered in the weld metal. 

(2) Three specimens with the notch 
centered on the fusion line between 
parent plate and weld. (The fusion line 
may be identified by etching the speci-
men with a mild reagent.) 
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(3) Three specimens with the notch 
centered in the heat affected zone, 1 
mm from the fusion line. 

(4) Same as paragraph (a)(3) of this 
section, but 3 mm from the fusion line. 

(5) Same as paragraph (a)(3) of this 
section, but 5 mm from the fusion line. 

FIGURE 54.05–15(A)—CHARPY V-NOTCH SPECIMEN REMOVAL DETAILS 

(b) Plate materials for which Charpy 
V-notch minimums are not specified, 
or for which a Charpy V-notch correla-

tion with NDT is not known, and which 
are themselves tested for toughness by 
the drop-weight procedure, shall have 
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welding procedures similarly qualified 
by the drop-weight test. For such 
qualifications, two drop-weight speci-
mens are to be tested, with the notch 
positioned directly above and parallel 
to the centerline of the weld. 

(c) Piping welding toughness tests 
shall be qualified, by making Charpy 
V-notch impact tests as prescribed in 
paragraph (a) of this section. 

(d) Materials which are specially ap-
proved based on toughness criteria or 
tests, other than those discussed in 
paragraphs (a) and (b) of this section, 
shall have welding procedures tested 
and qualified for toughness as deemed 
appropriate and necessary by the Com-
mandant. 

(e) In the case of stainless steels, 
weld procedure toughness tests may be 
limited to weld metal only if this is all 
that is required by § 54.25–15. 

§ 54.05–16 Production toughness test-
ing. 

(a) For vessels of welded construc-
tion, production toughness test plates 
shall be prepared for each 50 feet of lon-
gitudinal and circumferential butt 
weld in each Class I-L vessel, or for 
each 150 feet in each Class II-L vessel, 
except for material other than stain-
less steel that is exempted from impact 
test requirements by this subchapter. 
In the case of stainless steels, weld pro-
duction toughness tests may be limited 
to weld metal only if this is all that is 
required be § 54.25–15. The test-plate 
thickness shall be the same as that of 
the vessel wall at the location of the 
production weld being sampled. The 
test plates shall be prepared, wherever 
possible, as run-off tabs attached at the 
ends of weld butts or seams. The roll-
ing direction of the run-off tabs should 
be oriented parallel to the rolling di-
rection of the adjacent production ma-
terial. The test-plate material shall be 
taken from one of the heats of material 
used in the vessel, and both the elec-
trodes and welding procedures shall be 
the same as used in the fabrication of 
the vessel. From each test plate, one 
set of three Charpy impact bars or two 
drop-weight specimens, as applicable 
according to the test used in procedure 
qualification, shall be taken transverse 
to the weld axis. For Charpy V-notch 
specimens, the notch shall be normal 

to the material surface and its location 
alternated (approximately) on succes-
sive tests between the weld metal and 
heat affected zone. Thus, approxi-
mately half of all weld production im-
pact tests will be of weld metal and 
half of heat affected zone material. For 
the weld metal tests, the V-notch is to 
be centered between the fusion lines. 
For the heat affected zone tests, the 
notch is to be centered so as to sample, 
as nearly as practicable, the most crit-
ical location for toughness observed in 
the weld procedure qualification tests. 
Where the drop weight specimen is 
used in production weld testing, it 
shall be prepared in the same manner 
as specified for procedure qualification 
testing, § 54.05–15(b). 

(b) For vessels not exceeding 5 cubic 
feet in volume, one set of impact speci-
mens, or two drop-weight specimens, as 
applicable according to the test used in 
procedure qualification, may represent 
all vessels from the same heat of mate-
rial not in excess of 100 vessels, or one 
heat-treatment furnace batch. In addi-
tion, when such vessels are welded, one 
weld test plate made from one of the 
heats of material used, and two sets of 
impact specimens or two drop-weight 
specimens, as applicable, cut there-
from, may represent the weld metal in 
the smallest of: One lot of 100 vessels or 
less; or each heat-treatment furnace 
batch; or each 50 feet of welding for 
Class I-L vessels; or each 150 feet of 
welding for Class II-L vessels. 

(c) For several vessels or parts of ves-
sels being welded in succession, the 
plate thickness of which does not vary 
by more than one-fourth inch, and 
which are made of the same grade of 
material, a test plate shall be furnished 
for each 50 feet of welding for Class I- 
L vessels or 150 feet of welding for 
Class II-L vessels. For each 50- or 150- 
foot increment of weld, as applicable, 
the test plates shall be prepared at the 
time of fabrication of the first vessel 
involving that increment. 

(d) The test plates and any other test 
material from which toughness test 
specimens are cut shall be given the 
same heat-treatment as the production 
material they represent. Test speci-
mens representing other material than 
the weld toughness test plates shall 
preferably be cut from a part of the 
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