§63.1165

manner consistent with good air pollu-
tion control practices for minimizing
emissions at least to the level required
by the standard at all times, including
during any period of startup, shutdown,
or malfunction. Malfunctions must be
corrected as soon as practicable after
their occurrence.

(1) Plan. As required by §63.6(e)(3) of
subpart A of this part, the owner or op-
erator shall develop a written startup,
shutdown, and malfunction plan that
describes, in detail, procedures for op-
erating and maintaining the source
during periods of startup, shutdown, or
malfunction, and a program of correc-
tive action for malfunctioning process
and air pollution control equipment
used to comply with the relevant
standards.

(2) Reports. As required by
§63.10(d)(5)(i) of subpart A of this part,
if actions taken by an owner or oper-
ator during a startup, shutdown, or
malfunction of an affected source (in-
cluding actions taken to correct a mal-
function) are consistent with the pro-
cedures specified in the startup, shut-
down, and malfunction plan, the owner
or operator shall state such informa-
tion in a semiannual report. The re-
port, to be certified by the owner or op-
erator or other responsible official,
shall be submitted semiannually and
delivered or postmarked by the 30th
day following the end of each calendar
half; and

(3) Immediate Reports. Any time an ac-
tion taken by an owner or operator
during a startup, shutdown, or mal-
function (including actions taken to
correct a malfunction) is not con-
sistent with the procedures in the
startup, shutdown, and malfunction
plan, the owner or operator shall com-
ply with all requirements of
§63.10(d)(5)(ii) of subpart A of this part.

[64 FR 33218, June 22, 1999, as amended at 71
FR 20458, Apr. 20, 2006]
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(a) General recordkeeping requirements.
As required by §63.10(b)(2) of subpart A
of this part, the owner or operator
shall maintain records for 5 years from
the date of each record of:

(1) The occurrence and duration of
each startup, shutdown, or malfunction
of operation (i.e., process equipment);
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(2) The occurrence and duration of
each malfunction of the air pollution
control equipment;

(3) All maintenance performed on the
air pollution control equipment;

(4) Actions taken during periods of
startup, shutdown, and malfunction
and the dates of such actions (includ-
ing corrective actions to restore mal-
functioning process and air pollution
control equipment to its normal or
usual manner of operation) when these
actions are different from the proce-
dures specified in the startup, shut-
down, and malfunction plan;

(5) All information necessary to dem-
onstrate conformance with the startup,
shutdown, and malfunction plan when
all actions taken during periods of
startup, shutdown, and malfunction
(including corrective actions to restore
malfunctioning process and air pollu-
tion control equipment to its normal
or usual manner of operation) are con-
sistent with the procedures specified in
such plan. This information can be re-
corded in a checklist or similar form
(see §63.10(b)(2)(v) of subpart A of this
part);

(6) All required measurements needed
to demonstrate compliance with the
standard and to support data that the
source is required to report, including,
but not limited to, performance test
measurements (including initial and
any subsequent performance tests) and
measurements as may be necessary to
determine the conditions of the initial
test or subsequent tests;

(7) All results of initial or subsequent
performance tests;

(8) If the owner or operator has been
granted a waiver from recordkeeping or
reporting requirements under §63.10(f)
of subpart A of this part, any informa-
tion demonstrating whether a source is
meeting the requirements for a waiver
of recordkeeping or reporting require-
ments;

(9) If the owner or operator has been
granted a waiver from the initial per-
formance test under §63.7(h) of subpart
A of this part, a copy of the full re-
quest and the Administrator’s approval
or disapproval;

(10) All documentation supporting
initial notifications and notifications
of compliance status required by §63.9
of subpart A of this part; and
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(11) Records of any applicability de-
termination, including supporting
analyses.

(b) Subpart CCC records. (1) In addi-
tion to the general records required by
paragraph (a) of this section, the owner
or operator shall maintain records for 5
years from the date of each record of:

(i) Scrubber makeup water flow rate
and recirculation water flow rate if a
wet scrubber is used;

(ii) Calibration and manufacturer
certification that monitoring devices
are accurate to within 5 percent; and

(iii) Each maintenance inspection
and repair, replacement, or other cor-
rective action.

(2) The owner or operator of an acid
regeneration plant shall also maintain
records for 5 years from the date of
each record of process offgas tempera-
ture and parameters that determine
proportion of excess air.

(3) The owner or operator shall keep
the written operation and maintenance
plan on record after it is developed to
be made available for inspection, upon
request, by the Administrator for the
life of the affected source or until the
source is no longer subject to the pro-
visions of this subpart. In addition, if
the operation and maintenance plan is
revised, the owner or operator shall
keep previous (i.e., superseded)
versions of the plan on record to be
made available for inspection by the
Administrator for a period of 5 years
after each revision to the plan.

(c) Recent records. General records
and subpart CCC records for the most
recent 2 years of operation must be
maintained on site. Records for the
previous 3 years may be maintained off
site.

§63.1166 Implementation and enforce-
ment.

(a) This subpart can be implemented
and enforced by the U.S. EPA, or a del-
egated authority such as the applicable
State, local, or Tribal agency. If the
U.S. EPA Administrator has delegated
authority to a State, local, or Tribal
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agency, then that agency, in addition
to the U.S. EPA, has the authority to
implement and enforce this subpart.
Contact the applicable U.S. EPA Re-
gional Office to find out if implementa-
tion and enforcement of this subpart is
delegated to a State, local, or Tribal
agency.

(b) In delegating implementation and
enforcement authority of this subpart
to a State, local, or Tribal agency
under subpart E of this part, the au-
thorities contained in paragraph (c) of
this section are retained by the Admin-
istrator of U.S. EPA and cannot be
transferred to the State, local, or Trib-
al agency.

(c) The authorities that cannot be
delegated to State, local, or Tribal
agencies are as specified in paragraphs
(c)(1) through (8) of this section.

(1) Approval of alternatives to the re-
quirements in §§63.1155, 63.1157 through
63.1159, and 63.1160(a).

(2) Approval of major alternatives to
test methods under §63.7(e)(2)(ii) and
(f), as defined in §63.90, and as required
in this subpart.

(3) Approval of any alternative meas-
urement methods for HCl1 and CL. to
those specified in §63.1161(d)(1).

(4) Approval of major alternatives to
monitoring under §63.8(f), as defined in
§63.90, and as required in this subpart.

(5) Approval of any alternative moni-
toring requirements to those specified
in §§63.1162(a)(2) through (5) and
63.1162(b)(1) through (3).

(6) Approval of major alternatives to
recordkeeping and reporting under
§63.10(f), as defined in §63.90, and as re-
quired in this subpart.

(7) Waiver of recordkeeping require-
ments specified in §63.1165.

(8) Approval of an alternative sched-
ule for conducting performance tests to
the requirement specified in
§63.1162(a)(1).

[68 FR 37356, June 23, 2003]

§§63.1167-63.1174 [Reserved]
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