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section. If you have multiple affected 
process vent streams, you may comply 
with this paragraph using a combina-
tion of controlled and uncontrolled 
process vent streams that achieve the 
facility-wide emission limit that ap-
plies to you. 

(1) Reduce from all affected process 
vents the total emissions of the HAP 
listed in Table 1 of this subpart to a 
level less than 1.4 kilograms per hour 
(kg/hr) and 2.8 Mg/yr (3.0 pounds per 
hour (lb/hr) and 3.1 tpy); or 

(2) Reduce from all affected process 
vents the emissions of total organic 
carbon (TOC) (minus methane and eth-
ane) to a level below 1.4 kg/hr and 2.8 
Mg/yr (3.0 lb/hr and 3.1 tpy); or 

(3) Reduce from all affected process 
vents the total emissions of the HAP 
listed in Table 1 of this subpart by 95 
percent by weight or more; or 

(4) Reduce from all affected process 
vents the emissions of TOC (minus 
methane and ethane) by 95 percent by 
weight or more. 

(c) For each closed vent system and 
control device you use to comply with 
paragraph (b) of this section, you must 
meet the operating limit requirements 
and work practice standards in 
§ 63.7925(c) through (j) that apply to 
your closed vent system and control 
device. 

§ 63.7891 How do I demonstrate initial 
compliance with the emissions limi-
tations and work practice stand-
ards for process vents? 

(a) You must demonstrate initial 
compliance with the emissions limita-
tions and work practice standards in 
§ 63.7890(b) applicable to your affected 
process vents by meeting the require-
ments in paragraphs (b) through (d) of 
this section. 

(b) You have measured or determined 
using the procedures for performance 
tests and design evaluations in § 63.7941 
that emission levels from all of your 
affected process vents meet the facil-
ity-wide emission limits in § 63.7890(b) 
that apply to you, as follows in para-
graphs (b)(1) through (4) of this section. 

(1) If you elect to meet § 63.7890(b)(1), 
you demonstrate that the total emis-
sions of the HAP listed in Table 1 of 
this subpart from all affected process 
vents at your facility are less than 1.4 

kg/hr and 2.8 Mg/yr (3.0 lb/hr and 3.1 
tpy). 

(2) If you elect to meet § 63.7890(b)(2), 
you demonstrate that emissions of TOC 
(minus methane and ethane) from all 
affected process vents at your facility 
are less than 1.4 kg/hr and 2.8 Mg/yr (3.0 
lb/hr and 3.1 tpy). 

(3) If you elect to meet § 63.7890(b)(3), 
you demonstrate that the total emis-
sions of the HAP listed in Table 1 of 
this subpart from all affected process 
vents are reduced by 95 percent by 
weight or more. 

(4) If you elect to meet § 63.7890(b)(4), 
you demonstrate that the emissions of 
TOC (minus methane and ethane) from 
all affected process vents are reduced 
by 95 percent by weight or more. 

(c) For each closed vent system and 
control device you use to comply with 
§ 63.7890(b), you have met each require-
ment for demonstrating initial compli-
ance with the emission limitations and 
work practice standards for a closed 
vent system and control device in 
§ 63.7926. 

(d) You have submitted a notification 
of compliance status according to the 
requirements in § 63.7950. 

§ 63.7892 What are my inspection and 
monitoring requirements for proc-
ess vents? 

For each closed vent system and con-
trol device you use to comply with 
§ 63.7890(b), you must monitor and in-
spect the closed vent system and con-
trol device according to the require-
ments in § 63.7927 that apply to you. 

§ 63.7893 How do I demonstrate con-
tinuous compliance with the emis-
sions limitations and work practice 
standards for process vents? 

(a) You must demonstrate contin-
uous compliance with the emissions 
limitations and work practice stand-
ards in § 63.7890 applicable to your af-
fected process vents by meeting the re-
quirements in paragraphs (b) through 
(d) of this section. 

(b) You must maintain emission lev-
els from all of your affected process 
vents to meet the facility-wide emis-
sion limits in § 63.7890(b) that apply to 
you, as specified in the following para-
graph (b)(1) through (4) of this section. 

(1) If you elect to meet § 63.7890(b)(1), 
you maintain the total emissions of 
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the HAP listed in Table 1 of this sub-
part from all affected process vents at 
your facility are less than 1.4 kg/hr and 
2.8 Mg/yr (3.0 lb/hr and 3.1 tpy). 

(2) If you elect to meet § 63.7890(b)(2), 
you maintain emissions of TOC (minus 
methane and ethane) from all affected 
process vents at your facility are less 
than 1.4 kg/hr and 2.8 Mg/yr (3.0 lb/hr 
and 3.1 tpy). 

(3) If you elect to meet § 63.7890(b)(3), 
you maintain the total emissions of 
the HAP listed in Table 1 of this sub-
part from all affected process vents are 
reduced by 95 percent by weight or 
more. 

(4) If you elect to meet § 63.7890(b)(4), 
you maintain that the emissions of 
TOC (minus methane and ethane) from 
all affected process vents are reduced 
by 95 percent by weight or more. 

(c) For each closed vent system and 
control device you use to comply with 
§ 63.7890(b), you have met each require-
ment for demonstrating continuous 
compliance with the emission limita-
tions and work practice standards for a 
closed vent system and control device 
in § 63.7928. 

(d) Keeping records to document con-
tinuous compliance with the require-
ments of this subpart according to the 
requirements in § 63.7952. 

TANKS 

§ 63.7895 What emissions limitations 
and work practice standards must I 
meet for tanks? 

(a) You must control HAP emissions 
from each new and existing tank sub-
ject to § 63.7886(b)(1)(i) according to 
emissions limitations and work prac-
tice standards in this section that 
apply to your affected tanks. 

(b) For each affected tank, you must 
install and operate air pollution con-
trols that meet the requirements in 
paragraphs (b)(1) through (4) of this 
section that apply to your tank. 

(1) Unless your tank is used for a 
waste stabilization process, as defined 
in § 63.7957, you must determine the 
maximum HAP vapor pressure (ex-
pressed in kilopascals (kPa)) of the re-
mediation material placed in your 
tank using the procedures specified in 
§ 63.7944. 

(2) If the maximum HAP vapor pres-
sure of the remediation material you 

place in your tank is less than 76.6 kPa, 
then you must determine which tank 
level controls (i.e., Tank Level 1 or 
Tank Level 2) apply to your tank as 
shown in Table 2 of this subpart, and 
based on your tank’s design capacity 
(expressed in cubic meters (m3)) and 
the maximum HAP vapor pressure of 
the remediation material you place in 
this tank. If your tank is required by 
Table 2 of this subpart to use Tank 
Level 1 controls, then you must meet 
the requirements in paragraph (c) of 
this section. If your tank is required by 
Table 2 of this subpart to use Tank 
Level 2 controls, then you must meet 
the requirements in paragraph (d) of 
this section 

(3) If maximum HAP vapor pressure 
of the remediation material you place 
in your tank is 76.6 kPa or greater, 
then the tank must use one of the 
Tank Level 2 controls specified in para-
graphs (d)(3) through (5) of this section. 
Use of floating roofs under paragraph 
(d)(1) or (2) of this section is not al-
lowed for tanks managing these reme-
diation materials. 

(4) A tank used for a waste stabiliza-
tion process, as defined in § 63.7957, 
must use one of Tank Level 2 controls, 
as specified in paragraph (d) of this sec-
tion, that is appropriate for your waste 
stabilization process. 

(c) If you use Tank Level 1 controls, 
you must install and operate a fixed 
roof according to the requirements in 
§ 63.902. As an alternative to using this 
fixed roof, you may choose to use one 
of Tank Level 2 controls in paragraph 
(d) of this section. 

(d) If you use Tank Level 2 controls, 
you must meet the requirements of one 
of the options in paragraphs (d)(1) 
through (5) of this section. 

(1) Install and operate a fixed roof 
with an internal floating roof accord-
ing to the requirements in 
§ 63.1063(a)(1)(i), (a)(2), and (b); or 

(2) Install and operate an external 
floating roof according to the require-
ments in § 63.1063(a)(1)(ii), (a)(2), and 
(b); or 

(3) Install and operate a fixed roof 
vented through a closed vent system to 
a control device according to the re-
quirements in § 63.685(g). You must 
meet the emissions limitations and 
work practice standards in § 63.7925 
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