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on which the inspection was performed, 
the date the storage vessel was in-
spected, and references indicating 
which items were inspected. 

(ii) In the event that an IFR type A 
failure, IFR type B failure, or EFR fail-
ure is observed, a record that identifies 
the storage vessel on which the inspec-
tion was performed, the date the stor-
age vessel was inspected, a description 
of the failure and of the repair made, 
the date the vessel was emptied (if ap-
plicable), and the date that the repair 
was made. As specified in § 65.48(b)(1), 
the owner or operator shall include 
this record in the periodic report. 

(2) For each EFR seal gap measure-
ment required by § 65.44(c)(1), (2), or (3), 
a record describing the results of the 
measurement. The record shall identify 
the vessel on which the measurement 
was performed, shall include the date 
of the measurement, the raw data ob-
tained in the measurement, and the 
calculations described in § 65.44(c)(7) 
and (8), and shall meet the following 
two additional requirements, as appro-
priate: 

(i) In the event that the seal gap 
measurements do conform to the speci-
fications in § 65.44(c)(7) and (8), the 
owner or operator shall submit the in-
formation specified in § 65.48(b)(2)(i) in 
the periodic report. 

(ii) In the event that the seal gap 
measurements do not conform to the 
specifications in § 65.44(c)(7) and (8), the 
owner or operator shall also keep a de-
scription of the repairs that were 
made, the date the repairs were made, 
and the date the storage vessel was 
emptied and shall include a report of 
the seal gap measurement results in 
the periodic report as specified in 
§ 65.48(b)(2)(ii). 

(d) Emptying and repairing extension. 
The owner or operator who elects to 
utilize an extension in emptying a stor-
age vessel for purposes of repair shall 
prepare by the initiation of the exten-
sion the following documentation, as 
appropriate, of the decision to utilize 
an extension: 

(1) For an extension pursuant to 
§ 65.43(d)(1) or § 65.44(d)(1), a description 
of the failure, documentation that al-
ternative storage capacity is unavail-
able, and a schedule of actions that 
will ensure that the control equipment 

will be repaired or the vessel will be 
emptied as soon as practical. As speci-
fied in § 65.48(b)(1)(i), the owner or oper-
ator shall include this information in 
the periodic report. 

(2) For an extension pursuant to 
§ 65.44(c)(9), an explanation of why it 
was unsafe to perform the inspection or 
seal gap measurement, documentation 
that alternate storage capacity is un-
available, and a schedule of actions 
that will ensure that the vessel will be 
emptied as soon as practical. As speci-
fied in § 65.48(b)(3), the owner or oper-
ator shall include this information in 
the periodic report. 

(e) Floating roof set on its legs. The 
owner or operator shall maintain a 
record for each storage vessel subject 
to § 65.43(b)(2) and § 65.44(b)(2) identi-
fying the date when the floating roof 
was set on its legs and the date when 
the roof was refloated. The record shall 
also indicate whether this was a con-
tinuous operation. 

§ 65.48 Reporting provisions. 

(a) Notification of initial startup. If 
§ 65.5(b) requires that a notification of 
initial startup be filed, then the con-
tent of the notification of initial start-
up shall at least include the informa-
tion specified in § 65.5(b) and the identi-
fication of each storage vessel, its ca-
pacity, and the types of regulated ma-
terial stored in the storage vessel. 

(b) Periodic reports. Report the infor-
mation specified in paragraphs (b)(1) 
through (3) of this section, as applica-
ble, in the periodic report specified in 
§ 65.5(e). 

(1) Inspection results. Report the fol-
lowing information for each inspection 
conducted in accordance with § 65.43(c) 
and § 65.44(c) in which an IFR or EFR 
failure is detected in the control equip-
ment: 

(i) If an IFR type A failure or an EFR 
failure is observed for vessels for which 
inspections are required under 
§ 65.43(c)(1)(i), § 65.43(c)(2)(ii)(A), or 
§ 65.44(c)(10), each report shall include 
the inspection results record listed in 
§ 65.47(c)(1)(ii). If an extension is uti-
lized in accordance with § 65.43(d)(1) or 
§ 65.44(d)(1), the report shall include the 
records listed in § 65.47(c)(1)(ii) plus the 
documentation specified in § 65.47(d)(1). 
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(ii) If an IFR type B failure is ob-
served for vessels for which inspections 
are required under § 65.43(c)(1)(ii), 
(c)(2)(i), or (c)(2)(ii)(B), each report 
shall include a copy of the records list-
ed in § 65.47(c)(1)(ii). 

(2) Seal gap measurement results. (i) 
For each vessel whose seal gaps are 
measured during the reporting period, 
identify each seal gap measurement 
made in accordance with § 65.44(c) in 
which the requirements of § 65.44(c)(7) 
or (8) are met. 

(ii) For each seal gap measurement 
made in accordance with § 65.44(c) in 
which the requirements of § 65.44(c)(7) 
or (8) are not met, from the records 
kept pursuant to § 65.47(c)(2), report the 
date of the measurements, results of 
the calculations, and note which seal 
gap measurements did not conform to 
the specifications in § 65.44(c)(7) and (8). 

(3) Extension documentation. If an ex-
tension is utilized in accordance with 
§ 65.44(c)(9), the owner or operator shall 
include the documentation specified in 
§ 65.47(d)(2) in the next report required 
by § 65.5(e). 

(c) Special notifications. An owner or 
operator who elects to comply with 
§ 65.43, § 65.44, or § 65.45 shall submit, as 
applicable, the reports specified in 
paragraphs (c)(1) and (2) of this section 
except as specified in paragraph (c)(3) 
of this section. Each written notifica-
tion or report shall also include the in-
formation specified in § 65.5(f). 

(1) Refilling notification. In order to 
afford the Administrator the oppor-
tunity to have an observer present, no-
tify the Administrator prior to refill-
ing of a storage vessel that has been 
emptied. If the storage vessel is 
equipped with an internal floating roof 
as specified in § 65.43, an external float-
ing roof as specified in § 65.44, or an ex-
ternal floating roof converted to an in-
ternal floating roof as specified in 
§ 65.45, the notification shall meet ei-
ther of the following requirements, as 
applicable. 

(i) Notify the Administrator in writ-
ing at least 30 calendar days prior to 
the refilling of each storage vessel; or 

(ii) If the inspection is not planned 
and the owner or operator could not 
have known about the inspection 30 
calendar days in advance of refilling 
the vessel, the owner or operator shall 

notify the Administrator as soon as 
practical, but no later than 7 calendar 
days prior to the refilling of the stor-
age vessel. Notification may be made 
by telephone and immediately followed 
by written documentation dem-
onstrating why the inspection was un-
planned. Alternatively, the notifica-
tion including the written documenta-
tion may be made in writing and sent 
so that it is received by the Adminis-
trator at least 7 calendar days prior to 
refilling. 

(2) Seal gap measurement notification. 
In order to afford the Administrator 
the opportunity to have an observer 
present during seal gap measurements, 
the owner or operator of a storage ves-
sel equipped with an external floating 
roof as specified in § 65.44 shall meet ei-
ther of the following notification re-
quirements, as applicable: 

(i) Notify the Administrator in writ-
ing at least 30 calendar days in advance 
of any seal gap measurements; or 

(ii) If the seal gap measurements are 
not planned and the owner or operator 
could not have known about the seal 
gap measurements 30 calendar days in 
advance, the owner or operator shall 
notify the Administrator as soon as 
practical, but no later than 7 calendar 
days prior to the seal gap measure-
ments. Notification may be made by 
telephone and immediately followed by 
written documentation demonstrating 
why the seal gap measurements were 
unplanned. Alternatively, the notifica-
tion including the written documenta-
tion may be made in writing and sent 
so that it is received by the Adminis-
trator at least 7 calendar days prior to 
refilling. 

(3) Notification waiver. Where a notifi-
cation required by paragraphs (c)(1) or 
(2) of this section is sent to a delegated 
State or local agency, a copy of the no-
tification to the Administrator is not 
required. A delegated State or local 
agency may waive the requirements for 
these notifications. 

(d) Compliance certification. For 
sources subject to the compliance cer-
tification provisions of title V, a recer-
tification of continuous compliance 
with § 65.43(b)(1) and § 65.44(b)(1) shall be 
based on the annual inspections re-
quired by § 65.43(c)(1)(i) and (c)(2)(ii)(A) 

VerDate Aug<31>2005 11:17 Aug 10, 2007 Jkt 211156 PO 00000 Frm 00062 Fmt 8010 Sfmt 8010 Y:\SGML\211156.XXX 211156rf
re

de
ric

k 
on

 P
R

O
D

1P
C

67
 w

ith
 C

F
R



53 

Environmental Protection Agency § 65.63 

and any observations made at other 
times when the roof is viewed. 

§§ 65.49–65.59 [Reserved] 

Subpart D—Process Vents 
§ 65.60 Applicability. 

The provisions of this subpart and of 
subpart A of this part apply to regu-
lated material emissions from process 
vents where a referencing subpart ref-
erences the use of this subpart. 

§ 65.61 Definitions. 
All terms used in this subpart shall 

have the meaning given them in the 
Act and in subpart A of this part. If a 
term is defined in both subpart A of 
this part and in other subparts that 
reference the use of this subpart, the 
term shall have the meaning given in 
subpart A of this part for purposes of 
this subpart. 

§ 65.62 Process vent group determina-
tion. 

(a) Group status. The owner or oper-
ator of a process vent shall determine 
the group status (i.e., Group 1, Group 
2A, or Group 2B) for each process vent. 
Group 1 process vents require control, 
and Group 2A and 2B process vents do 
not. Group 2A process vents require pa-
rameter monitoring, and Group 2B 
process vents do not. The owner or op-
erator shall report the group status of 
each process vent as specified in 
§ 65.5(c)(2). 

(b) Group 1. A process vent is consid-
ered Group 1 if it meets at least one of 
the following specifications: 

(1) The owner or operator designates 
the process vent as Group 1. 

(2) At representative operating condi-
tions expected to yield the lowest TRE 
index value for the process vent, the 
TRE index value is less than or equal 
to 1.0, the flow rate is greater than or 
equal to 0.011 standard cubic meter per 
minute (0.40 standard cubic foot per 
minute), and the concentration is 
greater than or equal to the applicable 
criterion in table 1 of this subpart. Pro-
cedures for determining the TRE index 
value, flow rate, and concentration are 
specified in § 65.64. 

(c) Group 2A. A process vent is con-
sidered Group 2A if, at representative 

operating conditions expected to yield 
the lowest TRE index value, it has a 
TRE index value of greater than 1.0 and 
less than or equal to 4.0, a flow rate of 
greater than or equal to 0.011 standard 
cubic meter per minute (0.40 standard 
cubic foot per minute), and a con-
centration greater than or equal to the 
applicable table 1 criterion. Procedures 
for determining the TRE index value, 
flow rate, and concentration are speci-
fied in § 65.64. 

(d) Group 2B. A process vent is con-
sidered Group 2B if, at representative 
operating conditions expected to yield 
the lowest TRE index value, it has a 
TRE index value of greater than 4.0; or 
a flow rate of less than 0.011 standard 
cubic meter per minute (0.40 standard 
cubic foot per minute); or a concentra-
tion less than the applicable criterion 
in table 1 of this subpart. Procedures 
for determining the TRE index value, 
flow rate, and concentration are speci-
fied in § 65.64. 

§ 65.63 Performance and group status 
change requirements. 

(a) Group 1 performance requirements. 
Except for the additional requirement 
for halogenated vent streams as pro-
vided in paragraph (b) of this section, 
the owner or operator of a Group 1 
process vent shall comply with the re-
quirements of either paragraph (a)(1), 
(2), or (3) of this section. 

(1) Flare. Reduce emissions of regu-
lated material using a flare meeting 
the applicable requirements of 
§ 65.142(b). 

(2) 98 percent or 20 parts per million 
standard. Reduce emissions of regu-
lated material or TOC by at least 98 
weight-percent or to a concentration of 
less than 20 parts per million by vol-
ume, whichever is less stringent. For 
combustion devices, the emission re-
duction or concentration shall be cal-
culated on a dry basis, and corrected to 
3 percent oxygen. The owner or oper-
ator shall meet the requirements in 
§ 65.142(b) and paragraphs (a)(2)(i) and/ 
or (a)(2)(ii) of this section. 

(i) Compliance with paragraph (a)(2) 
of this section may be achieved by 
using any combination of recovery and/ 
or control device to meet the 20 parts 
per million by volume concentration 
standard; or by using any combination 
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