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Model I facilities (10 kW-D, 1 kW-N, 
non-DA, 90 degree antenna ht. & 
ground system) operating in compli-
ance with all of the above separation 
distances. In those cases where that ra-
diation equivalence value is already ex-
ceeded, a station may continue to 
maintain, but not increase beyond that 
level. 

NOTE 1: In the case of applications for 
changes in the facilities of AM broadcast sta-
tions covered by this section, an application 
will be accepted even though overlap of field 
strength contours as mentioned in this sec-
tion would occur with another station in an 
area where such overlap does not already 
exist, if: 

(1) The total area of overlap with that sta-
tion would not be increased; 

(2) There would be no net increase in the 
area of overlap with any other station; and 

(3) There would be created no area of over-
lap with any station with which overlap does 
not now exist. 

NOTE 2: The provisions of this section con-
cerning prohibited overlap of field strength 
contours will not apply where: 

(1) The area of overlap lies entirely over 
sea water: or 

(2) The only overlap involved would be that 
caused to a foreign station, in which case the 
provisions of the applicable international 
agreement, as identified in § 73.1650, will 
apply. When overlap would be received from 
a foreign station, the provisions of this sec-
tion will apply, except where there would be 
overlap with a foreign station with a fre-
quency separation of 20 kHz, in which case 
the provisions of the international agree-
ment will apply in lieu of this section. 

NOTE 3: In determining the number of ‘‘au-
thorized’’ aural transmission facilities in a 
given community, applications for that com-
munity in hearing or otherwise having pro-
tected status under specified ‘‘cut-off’’ proce-
dures shall be considered as existing sta-
tions. In the event that there are two or 
more mutually exclusive protected applica-
tions seeking authorization for the proposed 
community it will be assumed that only one 
is ‘‘authorized.’’ 

NOTE 4: A ‘‘transmission facility’’ for a 
community is a station licensed to the com-
munity. Such a station provides a ‘‘trans-
mission service’’ for that community. 

[56 FR 64858, Dec. 12, 1991; 57 FR 43290, Sept. 
18, 1992] 

§ 73.44 AM transmission system emis-
sion limitations. 

(a) The emissions of stations in the 
AM service shall be attenuated in ac-
cordance with the requirements speci-
fied in paragraph (b) of this section. 

Emissions shall be measured using a 
properly operated and suitable swept- 
frequency RF spectrum analyzer using 
a peak hold duration of 10 minutes, no 
video filtering, and a 300 Hz resolution 
bandwidth, except that a wider resolu-
tion bandwidth may be employed above 
11.5 kHz to detect transient emissions. 
Alternatively, other specialized receiv-
ers or monitors with appropriate char-
acteristics may be used to determine 
compliance with the provisions of this 
section, provided that any disputes 
over measurement accuracy are re-
solved in favor of measurements ob-
tained by using a calibrated spectrum 
analyzer adjusted as set forth above. 

(b) Emissions 10.2 kHz to 20 kHz re-
moved from the carrier must be at-
tenuated at least 25 dB below the 
unmodulated carrier level, emissions 20 
kHz to 30 kHz removed from the carrier 
must be attenuated at least 35 dB 
below the unmodulated carrier level, 
emissions 30 kHz to 60 kHz removed 
from the carrier must be attenuated at 
least [5 + 1 dB/kHz] below the 
unmodulated carrier level, and emis-
sions between 60 kHz and 75 kHz of the 
carrier frequency must be attenuated 
at least 65 dB below the unmodulated 
carrier level. Emissions removed by 
more than 75 kHz must be attenuated 
at least 43 + 10 Log (Power in watts) or 
80 dB below the unmodulated carrier 
level, whichever is the lesser attenu-
ation, except for transmitters having 
power less than 158 watts, where the at-
tenuation must be at least 65 dB below 
carrier level. 

(c) Should harmful interference be 
caused to the reception of other broad-
cast or non-broadcast stations by out 
of band emissions, the licensee may be 
directed to achieve a greater degree of 
attentuation than specified in para-
graphs (a) and (b) of this section. 

(d) Measurements to determine com-
pliance with this section for trans-
mitter type acceptance are to be made 
using signals sampled at the output 
terminals of the transmitter when op-
erating into an artificial antenna of 
substantially zero reactance. Measure-
ments made of the emissions of an op-
erating station are to be made at 
ground level approximately 1 kilo-
meter from the center of the antenna 
system. When a directional antenna is 

VerDate Aug<31>2005 10:37 Nov 09, 2007 Jkt 211200 PO 00000 Frm 00029 Fmt 8010 Sfmt 8010 Y:\SGML\211200.XXX 211200eb
en

th
al

l o
n 

P
R

O
D

P
C

61
 w

ith
 C

F
R



20 

47 CFR Ch. I (10–1–07 Edition) § 73.45 

used, the carrier frequency reference 
field strength to be used in order of 
preference shall be: 

(1) The measure non-directional field 
strength. 

(2) The RMS field strength deter-
mined from the measured directional 
radiation pattern. 

(3) The calculated expected field 
strength that would be radiated by a 
non-directional antenna at the station 
authorized power. 

(e) Licensees of stations complying 
with the ANSI/EIA–549–1988, NRSC–1 
AM Preemphasis/Deemphasis and 
Broadcast Transmission Bandwidth 
Specifications (NRSC–1), prior to June 
30, 1990 or from the original commence-
ment of operation will, until June 30, 
1994, be considered to comply with 
paragraphs (a) and (b) of this section, 
absent any reason for the Commission 
to believe otherwise. Such stations are 
waived from having to make the peri-
odic measurements required in 
§ 73.1590(a)(6) until June 30, 1994. How-
ever, licensees must make measure-
ments to determine compliance with 
paragraphs (a) and (b) of this section 
upon receipt of an Official Notice of 
Violation or a Notice of Apparent Li-
ability alleging noncompliance with 
those provisions, or upon specific re-
quest by the Commission. 

[47 FR 8588, Mar. 1, 1982, as amended at 49 FR 
3999, Feb. 1, 1984] 

§ 73.45 AM antenna systems. 
(a) All applicants for new, additional, 

or different AM station facilities and 
all licensees requesting authority to 
change the transmitting system site of 
an existing station must specify an an-
tenna system, the efficiency of which 
complies with the requirements for the 
class and power of station. (See §§ 73.186 
and 73.189.) 

(1) An application for authority to in-
stall an AM broadcast antenna must 
specify a definite site and include full 
details of the antenna system design 
and expected performance. 

(2) All data necessary to show com-
pliance with the terms and conditions 
of the construction permit must be 
filed with the application for the sta-
tion license to cover the construction. 
If the station has constructed a direc-
tional antenna, a directional proof of 

performance must be filed. See §§ 73.150 
through 73.157. 

(b) The simultaneous use of a com-
mon antenna or antenna structure by 
more than one AM station or by a sta-
tion of any other type or service may 
be authorized provided: 

(1) Engineering data are submitted 
showing that satisfactory operation of 
each station will be obtained without 
adversely affecting the operation of the 
other station(s). 

(2) The minimum field strength for 
each AM station complies with 
§ 73.189(b). 

(c) Should any changes be made or 
otherwise occur which would possibly 
alter the resistance of the antenna sys-
tem, the licensee must commence the 
determination of the operating power 
by a method described in § 73.51(a)(1) or 
(d). (If the changes are due to the con-
struction of FM or TV transmitting fa-
cilities, see §§ 73.316, 73.685, and 73.1692.) 
Upon completion of any necessary re-
pairs or adjustments, or upon comple-
tion of authorized construction or 
modifications, the licensee must make 
a new determination of the antenna re-
sistance using the procedures described 
in § 73.54. Operating power should then 
be determined by a direct method as 
described in § 73.51. Notification of the 
value of resistance of the antenna sys-
tem must be filed with the FCC in 
Washington, DC as follows: 

(1) Whenever the measurements show 
that the antenna or common point re-
sistance differs from that shown on the 
station authorization by more than 2%, 
FCC Form 302 must be filed with the 
information and measurement data 
specified in § 73.54(d). 

(2) Whenever AM stations use direct 
reading power meters pursuant to 
§ 73.51, a letter notification to the FCC 
in Washington, DC, Attention: Audio 
Division, Media Bureau, must be filed 
in accordance with § 73.54(e). 

[43 FR 53735, Nov. 17, 1978, as amended at 45 
FR 28141, Apr. 28, 1980; 47 FR 8589, Mar. 1, 
1982; 50 FR 32416, Aug. 12, 1985; 51 FR 2707; 
Jan. 21, 1986; 51 FR 26250, July 22, 1986; 63 FR 
33875, June 22, 1998; 67 FR 13231, Mar. 21, 2002] 

§ 73.49 AM transmission system fenc-
ing requirements. 

Antenna towers having radio fre-
quency potential at the base (series 
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