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(c) Notice. FRA will publish a notice
in the FEDERAL REGISTER concerning
each petition under paragraph (b) of
this section.

(d) Public comment. FRA will provide
a period of not less than 30 days from
the date of publication of the notice in
the FEDERAL REGISTER during which
any person may comment on the peti-
tion.

(1) Each comment shall set forth spe-
cifically the basis upon which it is
made, and contain a concise statement
of the interest of the commenter in the
proceeding.

(2) Each comment shall be submitted
to the DOT Central Docket Manage-
ment System, Nassif Building, Room
PL-401, 400 Seventh Street, SW., Wash-
ington, DC 20590, and shall contain the
assigned docket number which appears
in the FEDERAL REGISTER for that pro-
ceeding. The form of such submission
may be in written or electronic form
consistent with the standards and re-
quirements established by the Central
Docket Management System and post-
ed on its Web site at http:/dms.dot.gov.

(3) In the event FRA determines that
it requires additional information to
appropriately consider the petition,
FRA will conduct a hearing on the pe-
tition in accordance with the proce-
dures provided in §211.25 of this chap-
ter.

(e) Disposition of petitions. (1) If FRA
finds that the petition complies with
the requirements of this section and
that the proposed alternative standard
is acceptable or changes are justified,
or both, the petition will be granted,
normally within 90 days of its receipt.
The Associate Administrator may de-
termine the applicability of other tech-
nical requirements of this part when
rendering a decision on the petition. If
the petition is neither granted nor de-
nied within 90 days, the petition re-
mains pending for decision. FRA may
attach special conditions to the ap-
proval of the petition. Following the
approval of a petition, FRA may re-
open consideration of the petition for
cause stated.

(2) If FRA finds that the petition
does not comply with the requirements
of this section, or that the proposed al-

§224.103

ternative standard is not acceptable or
that the proposed changes are not jus-
tified, or both, the petition will be de-
nied, normally within 90 days of its re-
ceipt.

(3) When FRA grants or denies a peti-
tion, or reopens consideration of a peti-
tion, written notice is sent to the peti-
tioner and other interested parties and
a copy of the notice is placed in the
electronic docket of the proceeding.

Subpart B—Application, Inspec-
fion, and Maintenance of
Retroreflective Material

§224.101 General requirements.

All rail freight rolling stock subject
to this part shall be equipped with
retroreflective sheeting that conforms
to the requirements of this part. Not-
withstanding any other provision of
this chapter, the application, inspec-
tion, and maintenance of that sheeting
shall be conducted in accordance with
this subpart or in accordance with an
alternative standard providing at least
an equivalent level of safety after spe-
cial approval of FRA under §224.15.

§224.103 Characteristics of
retroreflective sheeting.

(a) Construction. Retroreflective
sheeting applied pursuant to this part
shall consist of a smooth, flat, trans-
parent exterior film with micropris-
matic retroreflective elements embed-
ded in or suspended beneath the film so
as to form a non-exposed
retroreflective optical system.

(b) Color. Retroreflective sheeting ap-
plied pursuant to this part shall be yel-
low, fluorescent yellow, or white as
specified by the chromaticity coordi-
nates of ASTM International’s Stand-
ard D 4956-04, ‘‘Standard Specification
for Retroreflective Sheeting for Traffic
Control.”” The Director of the Federal
Register approves the incorporation by
reference of this standard in this sec-
tion in accordance with 5 U.S.C. 552(a)
and 1 CFR part 51. You may obtain a
copy of the incorporated standard from
ASTM International, 100 Barr Harbor
Drive, P.O. Box C700, West
Conshohocken, PA 19428-2959 or at
hitp://www.astm.org. You may inspect a
copy of the incorporated standard at
the Federal Railroad Administration,
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