Nat’l Highway Traffic Safety Admin., DOT

must provide the number of passenger
cars, multipurpose passenger vehicles,
trucks, and buses with a gross vehicle
weight rating of 4,536 kilograms (10,000
pounds) or less, except those vehicles
with dual wheels on an axle, manufac-
tured for sale in the United States for
each reporting period as follows:

(i) Period from October 5, 2005 to Au-
gust 31, 2006. The number shall be ei-
ther the manufacturer’s average an-
nual production of vehicles manufac-
tured on or after September 1, 2002, and
before October 5, 2005, or, at the manu-
facturer’s option, it shall be the manu-
facturer’s production on or after Octo-
ber 5, 2005 and before September 1, 2006.
A new manufacturer that has not pre-
viously manufactured these vehicles
for sale in the United States must re-
port the number of such vehicles manu-
factured during the production period
on or after October 5, 2005 and before
September 1, 2006.

(ii) Period from September 1, 2006 to Au-
gust 31, 2007. The number shall be ei-
ther the manufacturer’s average an-
nual production of vehicles manufac-
tured on or after September 1, 2003, and
before September 1, 2006, or, at the
manufacturer’s option, it shall be the
manufacturer’s production on or after
September 1, 2006 and before September
1, 2007. A new manufacturer that has
not previously manufactured these ve-
hicles for sale in the United States
must report the number of such vehi-
cles manufactured during the produc-
tion period on or after September 1,
2006 and before September 1, 2007.

(2) Production. Each manufacturer
must report for the production period
for which the report is filed: the total
number of passenger cars, multipur-
pose passenger vehicles, trucks, and
buses with a gross vehicle weight rat-
ing of 4,636 kilograms (10,000 pounds) or
less that meet Standard No. 138 (49
CFR 571.138).

(3) Statement regarding compliance.
Each manufacturer must provide a
statement regarding whether or not
the manufacturer complied with the
TPMS requirements as applicable to
the period covered by the report, and
the basis for that statement. This
statement must include an explanation
concerning the use of any carry-for-
ward and/or carry-backward credits.

§585.71

(4) Vehicles produced by more than one
manufacturer. Each manufacturer
whose reporting of information is af-
fected by one or more of the express
written contracts permitted by S7.5.2
of Standard No. 138 (49 CFR 571.138)
must:

(i) Report the existence of each con-
tract, including the names of all par-
ties to the contract, and explain how
the contract affects the report being
submitted.

(ii) Report the actual number of vehi-
cles covered by each contract.

[70 FR 18190, Apr. 8, 2005, as amended at 70
FR 53101, Sept. 7, 2005]

§585.67

Each manufacturer must maintain
records of the Vehicle Identification
Number for each vehicle for which in-
formation is reported under
§585.66(b)(2) until December 31, 2009.

Records.

§585.68 Petition to extend period to
file report.

A manufacturer may petition for ex-
tension of time to submit a report
under this Part. A petition will be
granted only if the petitioner shows
good cause for the extension and if the
extension is consistent with the public
interest. The petition must be received
not later than 15 days before expiration
of the time stated in §585.66(a). The fil-
ing of a petition does not automati-
cally extend the time for filing a re-
port. The petition must be submitted
to: Administrator, National Highway
Traffic Safety Administration, 400 Sev-
enth Street, SW., Washington, DC
20590.

Subpart H—Side Impact Protec-
tion Phase-in Reporting Re-
quirements

SOURCE: 72 FR 51972, Sept. 11, 2007, unless
otherwise noted.

EFFECTIVE DATE NOTE: At 72 FR 51972,
Sept. 11,2007, Subpart H was added, effective
Nov. 13, 2007.

§585.71 Scope.

This part establishes requirements
for manufacturers of passenger cars,
and of trucks, buses and multipurpose
passenger vehicles with a gross vehicle
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§585.72

weight rating (GVWR) of 4,536 Kkilo-
grams (kg) (10,000 pounds) or less, to
submit a report, and maintain records
related to the report, concerning the
number of such vehicles that meet the
moving deformable barrier test re-
quirements of S7 of Standard No. 214,
Side impact protection (49 CFR 571.214),
and the vehicle-to-pole test require-
ments of S9 of that standard.

§585.72 Purpose.

The purpose of these reporting re-
quirements is to assist the National
Highway Traffic Safety Administration
in determining whether a manufac-
turer has complied with the require-
ments of Standard No. 214, Side Impact
Protection (49 CFR 571.214).

§585.73 Applicability.

This part applies to manufacturers of
passenger cars, and of trucks, buses
and multipurpose passenger vehicles
with a GVWR of 4,536 kg (10,000 1b) or
less. However, this part does not apply
to vehicles excluded by S2 and S5 of
Standard No. 214 (49 CFR 571.214) from
the requirements of that standard.

§585.74 Definitions.

(a) All terms defined in 49 U.S.C.
30102 are used in their statutory mean-
ing.

(b) Bus, gross vehicle weight rating or
GVWR, multipurpose passenger vehicle,
passenger car, and truck are used as de-
fined in §571.3 of this chapter.

(c) Production year means the 12-
month period between September 1 of
one year and August 31 of the following
year, inclusive.

(d) Limited line manufacturer means a
manufacturer that sells three or fewer
carlines, as that term is defined in 49
CFR 583.4, in the United States during
a production year.

§585.75 Response to inquiries.

At anytime during the production
years ending August 31, 2010, and Au-
gust 31, 2013, each manufacturer shall,
upon request from the Office of Vehicle
Safety Compliance, provide informa-
tion identifying the vehicles (by make,
model and vehicle identification num-
ber) that have been certified as com-
plying with the moving deformable
barrier and vehicle-to-pole tests of

49 CFR Ch. V (10-1-06 Edition)

FMVSS No. 214 (49 CFR 571.214). The
manufacturer’s designation of a vehicle
as a certified vehicle is irrevocable.

§585.76 Reporting requirements

(a) Advanced credit phase-in reporting
requirements. (1) Within 60 days after
the end of the production years ending
August 31, 2008, and August 31, 2009,
each manufacturer choosing to certify
vehicles manufactured during any of
those production years as complying
with the upgraded moving deformable
barrier (S7.2 of Standard No. 214)(49
CFR 571.214) or vehicle-to-pole require-
ments (S9) of Standard No. 214 shall
submit a report to the National High-
way Traffic Safety Administration pro-
viding the information specified in
paragraph (c) of this section and in
§585.2 of this part.

(b) Phase-in reporting requirements.
Within 60 days after the end of each of
the production years ending August 31,
2010, August 31, 2011, and August 31,
2012, each manufacturer shall submit a
report to the National Highway Traffic
Safety Administration concerning its
compliance with the moving deform-
able barrier requirements of S7 of
Standard No. 214 and with the vehicle-
to-pole requirements of S9 of that
Standard for its vehicles produced in
that year. Each report shall provide
the information specified in paragraph
(c) of this section and in section 585.2 of
this part.

(c) Advanced credit phase-in report con-
tent—(1) Production of complying vehi-
cles. With respect to the reports identi-
fied in §585.76(a), each manufacturer
shall report for the production year for
which the report is filed the number of
vehicles, by make and model year, that
are certified as meeting the moving de-
formable barrier test requirements of
S7.2 of Standard No. 214, Side impact
protection (49 CFR 571.214), and the ve-
hicle-to-pole test requirements of S9 of
that standard.

(d) Phase-in report content—(1) Basis
for phase-in production goals. Each man-
ufacturer shall provide the number of
vehicles manufactured in the current
production year, or, at the manufactur-
er’s option, in each of the three pre-
vious production years. A new manu-
facturer that is, for the first time,
manufacturing passenger cars for sale
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