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§ 135.83 Operating information re-
quired. 

(a) The operator of an aircraft must 
provide the following materials, in cur-
rent and appropriate form, accessible 
to the pilot at the pilot station, and 
the pilot shall use them: 

(1) A cockpit checklist. 
(2) For multiengine aircraft or for 

aircraft with retractable landing gear, 
an emergency cockpit checklist con-
taining the procedures required by 
paragraph (c) of this section, as appro-
priate. 

(3) Pertinent aeronautical charts. 
(4) For IFR operations, each perti-

nent navigational en route, terminal 
area, and approach and letdown chart. 

(5) For multiengine aircraft, one-en-
gine-inoperative climb performance 
data and if the aircraft is approved for 
use in IFR or over-the-top operations, 
that data must be sufficient to enable 
the pilot to determine compliance with 
§ 135.181(a)(2). 

(b) Each cockpit checklist required 
by paragraph (a)(1) of this section must 
contain the following procedures: 

(1) Before starting engines; 
(2) Before takeoff; 
(3) Cruise; 
(4) Before landing; 
(5) After landing; 
(6) Stopping engines. 
(c) Each emergency cockpit checklist 

required by paragraph (a)(2) of this sec-
tion must contain the following proce-
dures, as appropriate: 

(1) Emergency operation of fuel, hy-
draulic, electrical, and mechanical sys-
tems. 

(2) Emergency operation of instru-
ments and controls. 

(3) Engine inoperative procedures. 
(4) Any other emergency procedures 

necessary for safety. 

§ 135.85 Carriage of persons without 
compliance with the passenger-car-
rying provisions of this part. 

The following persons may be carried 
aboard an aircraft without complying 
with the passenger-carrying require-
ments of this part: 

(a) A crewmember or other employee 
of the certificate holder. 

(b) A person necessary for the safe 
handling of animals on the aircraft. 

(c) A person necessary for the safe 
handling of hazardous materials (as de-
fined in subchapter C of title 49 CFR). 

(d) A person performing duty as a se-
curity or honor guard accompanying a 
shipment made by or under the author-
ity of the U.S. Government. 

(e) A military courier or a military 
route supervisor carried by a military 
cargo contract air carrier or commer-
cial operator in operations under a 
military cargo contract, if that car-
riage is specifically authorized by the 
appropriate military service. 

(f) An authorized representative of 
the Administrator conducting an en 
route inspection. 

(g) A person, authorized by the Ad-
ministrator, who is performing a duty 
connected with a cargo operation of 
the certificate holder. 

(h) A DOD commercial air carrier 
evaluator conducting an en route eval-
uation. 

[Docket No. 16097, 43 FR 46783, Oct. 10, 1978, 
as amended by Amdt. 135–88, 68 FR 41218, 
July 10, 2003] 

§ 135.87 Carriage of cargo including 
carry-on baggage. 

No person may carry cargo, including 
carry-on baggage, in or on any aircraft 
unless— 

(a) It is carried in an approved cargo 
rack, bin, or compartment installed in 
or on the aircraft; 

(b) It is secured by an approved 
means; or 

(c) It is carried in accordance with 
each of the following: 

(1) For cargo, it is properly secured 
by a safety belt or other tie-down hav-
ing enough strength to eliminate the 
possibility of shifting under all nor-
mally anticipated flight and ground 
conditions, or for carry-on baggage, it 
is restrained so as to prevent its move-
ment during air turbulence. 

(2) It is packaged or covered to avoid 
possible injury to occupants. 

(3) It does not impose any load on 
seats or on the floor structure that ex-
ceeds the load limitation for those 
components. 

(4) It is not located in a position that 
obstructs the access to, or use of, any 
required emergency or regular exit, or 
the use of the aisle between the crew 
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