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is dark brownish-red may be described
as variegated dark red.

[48 FR 29671, June 28, 1983. Redesignated at 49
FR 16756, Apr. 20, 1984 and 51 FR 25027, July
10, 1986]

§29.1081 Variegated red or scorched
(KR).

A red discoloration which usually re-
sults from excessive heat in the curing
process. Any leaf of which 20 percent or
more of its surface has been reddened
in the curing process may be described
as variegated red or scorched. (See
Rule 16.)

[42 FR 21092, Apr. 25, 1977. Redesignated at 47
FR 51721, Nov. 17, 1982, 49 FR 16756, Apr. 20,
1984, and 51 FR 25027, July 10, 1986]

§29.1082 Waste.

The portion or portions of the web of
tobacco leaves which have been lost or
rendered less serviceable for use in to-
bacco products, including:

(a) Portions which have decomposed
or largely decomposed by field diseases
and field-firing, pole-burning, bulk-
burning; (b) portions which are dead,
lifeless, and do not have sufficient
strength or stability to hold together

§29.1085 Width.

§29.1085

in the normal manufacturing process
due to excessive injury of any kind.

[42 FR 21092, Apr. 25, 1977. Redesignated at 47
FR 51721, Nov. 17, 1982, 49 FR 16756, Apr. 20,
1984, and 51 FR 25027, July 10, 1986]

§29.1083 Wet (W).

Any sound tobacco containing exces-
sive moisture to the extent that it is in
unsafe or doubtful-keeping order. Wet
applies to any tobacco which is not
damaged but which is likely to damage
if treated in the customary manner.
(See Rule 22))

[42 FR 21092, Apr. 25, 1977. Redesignated at 47
FR 51721, Nov. 17, 1982, 49 FR 16756, Apr. 20,
1984, and 51 FR 25027, July 10, 1986]

§29.1084 Whitish-lemon (LL).

A whitish-yellow color which usually
results during wet growing seasons
when rain leaches or washes out the
yellow color from the leaf. Any leaf of
which 20 percent or more of its leaf sur-
face has whitish-yellow color may be
described as whitish-lemon.

[48 FR 29671, June 28, 1983. Redesignated at 49
FR 16756, Apr. 20, 1984 and 51 FR 25027, July
10, 1986]

The relative breadth of a tobacco leaf expressed in relation to its length. Width,
as an element of quality, does not apply to tobacco in strip form. (See Elements

of Quality Chart.)

Elements Degrees
Maturity Immature ...... Unripe ... Mature Mellow.
Leaf structure .. Tight .. Close .. Firm ...
Heavy Fleshy Medium
Lean .. Oily ..... Rich.
Pale .. Weak .. Moderate ...... Strong .......... Deep.
Stringy Spready.

Uniformity ...
Injury tolerance
Waste tolerance

1Expressed in inches.
2Expressed in percentage.

[42 FR 21092, Apr. 25, 1977. Redesignated at 47 FR 51721, Nov. 17, 1982, and at 48 FR 29671, June
28, 1983. Redesignated and amended at 49 FR 16756, Apr. 20, 1984, and further redesignated at

51 FR 25027, July 10, 1986]
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§29.1101

ELEMENTS OF QUALITY

§29.1101 Elements of quality and de-
grees of each element.

These standardized words or terms
are used to describe tobacco quality
and to assist in interpreting grade
specifications. Tobacco attributes or
characteristics which constitute qual-
ity are designated as elements of qual-
ity. The range within each element is
expressed by the use of words or terms
designated as degrees. These several
degrees are arranged to show their rel-
ative value, but the actual value of
each degree varies with group.

RULES

§29.1106 Rules.

The application of these official
standard grades shall be in accordance
with the following rules.

§29.1107 Rule 1.

Each grade shall be treated as a sub-
division of a particular type. When the
grade is stated in an inspection certifi-
cate, the type also shall be stated.

§29.1108 Rule 2.

The determination of a grade shall be
based upon a thorough examination of
a lot of tobacco or of an official sample
of the lot.

§29.1109 Rule 3.

In drawing an official sample from a
hogshead or other package of tobacco,
three or more breaks shall be made at
such points and in such manner as the
inspector or sampler may find nec-
essary to determine the kinds of to-
bacco and the percentage of each kind
contained in the lot. All breaks shall
be made so that the tobacco contained
in the center of the package is visible
to the sampler, except for baled to-
bacco that is not opened for inspection
(see Rule 30). Tobacco shall be drawn
from at least three breaks from which
a representative sample shall be se-
lected. The sample shall include to-
bacco of each different group, quality,
color, length, and kind found in the lot
in proportion to the quantities of each
contained in the lot.

[65 FR 46086, July 27, 2000]
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§29.1110 Rule 4.

All standard grades must be clean
unless otherwise noted by a special fac-
tor.

§29.1111 Rule 5.

The grade assigned to any lot of to-
bacco shall be a true representation of
the tobacco at the time of inspection
and certification. If, at any time, it is
found that a lot of tobacco does not
comply with the specifications of the
grade previously assigned, it shall not

thereafter be represented as such
grade.
§29.1112 Rule 6.

A lot of tobacco on the marginal line
between two colors shall be placed in
the color with which it best cor-
responds with respect to body or other
associated elements of quality.

§29.1113 Rule 7.

Any lot of tobacco which meets the
specifications of two grades shall be
placed in the higher grade. Any lot of
tobacco on the marginal line between
two grades shall be placed in the lower
grade.

§29.1114 Rule 8.

A lot of tobacco meets the specifica-
tions of a grade when it is not lower in
any degree of any element of quality
than the minimum specifications of
such grade.

§29.1115 Rule 9.

The use of any grade may be re-
stricted by the Director during any
marketing season when it is found that
the grade is not needed or appears in
insufficient volume to justify its use.

§29.1116 Rule 10.

Any special factor approved by the
Director of the Tobacco Division, Agri-
cultural Marketing Service, may be
used to show a peculiar side or char-
acteristic of the tobacco which tends to
modify the grade.

[42 FR 21092, Apr. 25, 1977, as amended at 49
FR 16756, Apr. 20, 1984]
§29.1117 Rule 11.

Interpretations, the use of specifica-
tions, and the meaning of terms shall



