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MEDICAL TREATMENT ROOMS 

§ 149.680 What are the requirements 
for medical treatment rooms? 

Each deepwater port with sleeping 
spaces for 12 or more persons, including 
persons in accommodation modules, 
must have a medical treatment room 
that has: 

(a) A sign at the entrance desig-
nating it as a medical treatment room; 

(b) An entrance that is wide enough 
and arranged to readily admit a person 
on a stretcher; 

(c) A single berth or examination 
table that is accessible from both sides; 
and 

(d) A washbasin located in the room. 

§ 149.685 May a medical treatment 
room be used for other purposes? 

A medical treatment room may be 
used as a sleeping space if the room 
meets the requirements of this subpart 
for both medical treatment rooms and 
sleeping spaces. It may also be used as 
an office. However, when used for med-
ical purposes, the room may not be 
used as a sleeping space or office. 

MISCELLANEOUS 

§ 149.690 What are the requirements 
for means of escape, personnel 
landings, guardrails, similar de-
vices, and for noise limits? 

Each deepwater port must comply 
with the requirements for means of es-
cape, personnel landings, guardrails 
and similar devices, and noise limits as 
outlined in §§ 149.691 through 149.699. 

MEANS OF ESCAPE 

§ 149.691 What means of escape are re-
quired? 

(a) Each deepwater port must have 
both primary and secondary means of 
escape. Each of these means must ei-
ther: 

(1) Comply with 46 CFR 108.151; or 
(2) Be designed and installed in com-

pliance with a national consensus 
standard, as that term is defined in 29 
CFR 1910.2, for use in evacuating the 
port. 

(b) A primary means of escape con-
sists of a fixed stairway or a fixed lad-
der, constructed of steel. 

(c) A secondary means of escape con-
sists of either: 

(1) A fixed stairway or a fixed ladder, 
constructed of steel; or 

(2) A marine evacuation system, a 
portable flexible ladder, a knotted 
manrope, or a similar device deter-
mined by the Officer in Charge of Ma-
rine Inspection (OCMI) to provide an 
equivalent or better means of escape. 

§ 149.692 Where must they be located? 
(a) Each means of escape must be 

easily accessible to personnel for rap-
idly evacuating the deepwater port. 

(b) When two or more means of es-
cape are installed, at least two must be 
located as nearly diagonally opposite 
each other as practicable. 

(c) When the floor area of any of the 
following spaces contains 300 square 
feet or more, the space must have at 
least two exits as widely separated 
from each other as possible: 

(1) Each accommodation space; and 
(2) Each space that is used on a reg-

ular basis, such as a control room, ma-
chinery room, storeroom, or other 
space where personnel could be trapped 
in an emergency. 

(d) On a manned deepwater port, each 
structural appendage that is not occu-
pied continuously, and that does not 
contain living quarters, workshops, of-
fices, or other manned spaces must 
have at least one primary means of es-
cape. The OCMI may also determine 
that one or more secondary means of 
escape is required. 

(e) When personnel are on an un-
manned deepwater port, the port must 
have, in addition to the one primary 
means of escape, either: 

(1) Another primary means of escape; 
or 

(2) One or more secondary means of 
escape in any work space that may be 
temporarily occupied by 10 persons or 
more. 

(f) Structural appendages to an un-
manned deepwater port do not require 
a primary or a secondary means of es-
cape, unless the OCMI determines that 
one or more are necessary. 

(g) Each means of escape must extend 
from the deepwater port’s uppermost 
working level to each successively 
lower working level, and so on to the 
water surface. 
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