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that would affect the expected interval
between remanufacturing. Note that it
is a violation of 40 CFR 1068.101(b)(1) to
circumvent the provisions of this para-
graph (g).

(1) Except as allowed by paragraph
(9)(2) of this section, the stop/start sys-
tems must shut off the main loco-
motive engine(s) after 30 minutes of
idling (or less).

(2) Stop/start systems may restart or
continue idling for the following rea-
sons:

(i) To prevent engine damage such as
to prevent the engine coolant from
freezing.

(ii) To maintain air pressure for
brakes or starter system, or to re-
charge the locomotive battery.

(iii) To perform necessary mainte-
nance.

(iv) To otherwise comply with federal
regulations.

(4) You may ask to use alternate
stop/start systems that will achieve
equivalent idle control.

(5) See §1033.201 for provisions that
allow you to obtain a separate certifi-
cate for idle controls.

(6) It is not considered circumvention
to allow a locomotive to idle to heat or
cool the cab, provided such heating or
cooling is necessary.

(h) Power meters. Tier 1 and later lo-
comotives must be equipped with MW-
hr meters (or the equivalent) con-
sistent with the specifications of
§1033.140.

§1033.120 Emission-related warranty
requirements.

(a) General requirements. Manufactur-
ers/remanufacturers must warrant to
the ultimate purchaser and each subse-
quent purchaser that the new loco-
motive, including all parts of its emis-
sion control system, meets two condi-
tions:

(1) It is designed, built, and equipped
so it conforms at the time of sale to
the ultimate purchaser with the re-
quirements of this part.

(2) 1t is free from defects in materials
and workmanship that may keep it
from meeting these requirements.

(b) Warranty period. Except as speci-
fied in this paragraph, the minimum
warranty period is one-third of the use-
ful life. Your emission-related war-

§1033.120

ranty must be valid for at least as long
as the minimum warranty periods list-
ed in this paragraph (b) in MW-hrs of
operation and years, whichever comes
first. You may offer an emission-re-
lated warranty more generous than we
require. The emission-related warranty
for the locomotive may not be shorter
than any published warranty you offer
without charge for the locomotive.
Similarly, the emission-related war-
ranty for any component may not be
shorter than any published warranty
you offer without charge for that com-
ponent. If you provide an extended war-
ranty to individual owners for any
components covered in paragraph (c) of
this section for an additional charge,
your emission-related warranty must
cover those components for those own-
ers to the same degree. If the loco-
motive does not record MW-hrs, we
base the warranty periods in this para-
graph (b) only on years. The warranty
period begins when the locomotive is
placed into service, or back into serv-
ice after remanufacture.

(c) Components covered. The emission-
related warranty covers all compo-
nents whose failure would increase a
locomotive’s emissions of any pollut-
ant. This includes components listed in
40 CFR part 1068, Appendix I, and com-
ponents from any other system you de-
velop to control emissions. The emis-
sion-related warranty covers the com-
ponents you sell even if another com-
pany produces the component. Your
emission-related warranty does not
cover components whose failure would
not increase a locomotive’s emissions
of any pollutant. For remanufactured
locomotives, your emission-related
warranty does not cover used parts
that are not replaced during the re-
manufacture.

(d) Limited applicability. You may
deny warranty claims under this sec-
tion if the operator caused the problem
through improper maintenance or use,
as described in 40 CFR 1068.115.

(e) Owners manual. Describe in the
owners manual the emission-related
warranty provisions from this section
that apply to the locomotive.
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