Environmental Protection Agency

(4) The patterns of precipitation in
the region;

(5) The quantity, quality, and direc-
tion of ground-water flow;

(6) The proximity of the unit to sur-
face waters;

(7) The current and potential uses of
nearby surface waters and any water
quality standards established for those
surface waters;

(8) The existing quality of surface
waters and surface soils, including
other sources of contamination and
their cumulative impact on surface wa-
ters and surface soils;

(9) The patterns of land use in the
region;

(10) The potential for health risks
caused by human exposure to waste
constituents; and

(11) The potential for damage to do-
mestic animals, wildlife, crops, vegeta-
tion, and physical structures caused by
exposure to waste constituents.

(c) Prevention of any release that
may have adverse effects on human
health or the environment due to mi-
gration of waste constituents in the
air, considering:

(1) The volume and physical and
chemical characteristics of the waste
in the unit, including its potential for
the emission and dispersal of gases,
aerosols and particulates;

(2) The effectiveness and reliability
of systems and structures to reduce or
prevent emissions of hazardous con-
stituents to the air;

(3) The operating characteristics of
the unit;

(4) The atmospheric, meteorologic,
and topographic characteristics of the
unit and the surrounding area;

(5) The existing quality of the air, in-
cluding other sources of contamination
and their cumulative impact on the
air;

(6) The potential for health risks
caused by human exposure to waste
constituents; and

(7) The potential for damage to do-
mestic animals, wildlife, crops, vegeta-
tion, and physical structures caused by
exposure to waste constituents.

[69 FR 62927, Dec. 6, 1994, as amended at 64
FR 53074, Sept. 30, 1999; 71 FR 40274, July 14,
2006]
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§264.602 Monitoring, analysis, inspec-
tion, response, reporting, and cor-
rective action.

Monitoring, testing, analytical data,
inspections, response, and reporting
procedures and frequencies must en-
sure compliance with §§264.601, 264.15,
264.33, 264.75, 264.76, 264.77, and 264.101 as
well as meet any additional require-
ments needed to protect human health
and the environment as specified in the
permit.

§264.603 Post-closure care.

A miscellaneous unit that is a dis-
posal unit must be maintained in a
manner that complies with §264.601
during the post-closure care period. In
addition, if a treatment or storage unit
has contaminated soils or ground water
that cannot be completely removed or
decontaminated during closure, then
that unit must also meet the require-
ments of §264.601 during post-closure
care. The post-closure plan under
§264.118 must specify the procedures
that will be used to satisfy this
requirement.

Subparts Y-Z [Reserved]

Subpart AA—Air Emission
Standards for Process Vents

SOURCE: 55 FR 25494, June 21, 1990, unless
otherwise noted.

§264.1030 Applicability.

(a) The regulations in this subpart
apply to owners and operators of facili-
ties that treat, store, or dispose of haz-
ardous wastes (except as provided in
§264.1).

(b) Except for §264.1034, paragraphs
(d) and (e), this subpart applies to proc-
ess vents associated with distillation,
fractionation, thin-film evaporation,
solvent extraction, or air or steam
stripping operations that manage haz-
ardous wastes with organic concentra-
tions of at least 10 ppmw, if these oper-
ations are conducted in one of the fol-
lowing:

(1) A unit that is subject to the per-
mitting requirements of 40 CFR part
270, or
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(2) A unit (including a hazardous
waste recycling unit) that is not ex-
empt from permitting under the provi-
sions of 40 CFR 262.34(a) (i.e., a haz-
ardous waste recycling unit that is not
a 90-day tank or container) and that is
located at a hazardous waste manage-
ment facility otherwise subject to the
permitting requirements of 40 CFR
part 270, or

(3) A unit that is exempt from per-
mitting under the provisions of 40 CFR
262.34(a) (i.e., a ‘‘90-day’’ tank or con-
tainer) and is not a recycling unit
under the provisions of 40 CFR 261.6.

(c) For the owner and operator of a
facility subject to this subpart and who
received a final permit under RCRA
section 3005 prior to December 6, 1996,
the requirements of this subpart shall
be incorporated into the permit when
the permit is reissued in accordance
with the requirements of 40 CFR 124.15
or reviewed in accordance with the re-
quirements of 40 CFR 270.50(d). Until
such date when the owner and operator
receive a final permit incorporating
the requirements of this subpart, the
owner and operator are subject to the
requirements of 40 CFR 265, subpart
AA.

[NOTE: The requirements of §§264.1032
through 264.1036 apply to process vents on
hazardous waste recycling units previously
exempt under §261.6(c)(1). Other exemptions
under §§261.4, and 264.1(g) are not affected by
these requirements.]

(d) The requirements of this subpart
do not apply to the pharmaceutical
manufacturing facility, commonly re-
ferred to as the Stonewall Plant, lo-
cated at Route 340 South, Elkton, Vir-
ginia, provided that facility is operated
in compliance with the requirements
contained in a Clean Air Act permit
issued pursuant to 40 CFR 52.2454. The
requirements of this subpart shall
apply to the facility upon termination
of the Clean Air Act permit issued pur-
suant to 40 CFR 52.2454.

(e) The requirements of this subpart
do not apply to the process vents at a
facility where the facility owner or op-
erator certifies that all of the process
vents that would otherwise be subject
to this subpart are equipped with and
operating air emission controls in ac-
cordance with the process vent require-
ments of an applicable Clean Air Act
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regulation codified under 40 CFR part
60, part 61, or part 63. The documenta-
tion of compliance under regulations at
40 CFR part 60, part 61, or part 63 shall
be kept with, or made readily available
with, the facility operating record.

[66 FR 25494, June 21, 1990, as amended at 56
FR 19290, Apr. 26, 1991; 61 FR 59950, Nov. 25,
1996; 62 FR 52641, Oct. 8, 1997; 62 FR 64656,
Dec. 8, 1997; 71 FR 40274, July 14, 2006]

§264.1031 Definitions.

As used in this subpart, all terms not
defined herein shall have the meaning
given them in the Act and parts 260-
266.

Air stripping operation is a desorption
operation employed to transfer one or
more volatile components from a liquid
mixture into a gas (air) either with or
without the application of heat to the
liquid. Packed towers, spray towers,
and bubble-cap, sieve, or valve-type
plate towers are among the process
configurations used for contacting the
air and a liquid.

Bottoms receiver means a container or
tank used to receive and collect the
heavier bottoms fractions of the dis-
tillation feed stream that remain in
the liquid phase.

Closed-vent system means a system
that is not open to the atmosphere and
that is composed of piping, connec-
tions, and, if necessary, flow-inducing
devices that transport gas or vapor
from a piece or pieces of equipment to
a control device.

Condenser means a heat-transfer de-
vice that reduces a thermodynamic
fluid from its vapor phase to its liquid
phase.

Connector means flanged, screwed,
welded, or other joined fittings used to
connect two pipelines or a pipeline and
a piece of equipment. For the purposes
of reporting and recordkeeping, con-
nector means flanged fittings that are
not covered by insulation or other ma-
terials that prevent location of the
fittings.

Continuous recorder means a data-re-
cording device recording an instanta-
neous data value at least once every 15
minutes.

Control device means an enclosed
combustion device, vapor recovery sys-
tem, or flare. Any device the primary
function of which is the recovery or
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