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40 CFR Ch. I (7–1–08 Edition) § 80.61 

1 EPA Technical Report EPA-AA-TSS-91-1. 
Copies may be obtained by ordering publica-
tion number PB92104405 from the National 
Technical Information Service, 5285 Port 
Royal Road, Springfield, Virginia 22161. 

TABLE A—TEST FLEET DEFINITIONS—Continued 

Veh. No. Fuel system Catalyst Air injection EGR Tech. 
group Manufacturer 

20 ......... Multi ...................... 3W ........................ No Air ................... EGR ..................... 1 Nissan. 

TABLE B—TECH GROUP DEFINITIONS IN TABLE A 

Tech group Fuel system Catalyst Air injection EGR 

1 ................ Multi .................................. 3W .................................... No Air ................................ EGR. 
2 ................ Multi .................................. 3W .................................... No Air ................................ No EGR. 
3 ................ TBI .................................... 3W .................................... No Air ................................ EGR. 
4 ................ Multi .................................. 3W+OX ............................. Air ..................................... EGR. 
5 ................ Multi .................................. 3W .................................... Air ..................................... EGR. 
6 ................ TBI .................................... 3W .................................... Air ..................................... EGR. 
7 ................ TBI .................................... 3W+OX ............................. Air ..................................... EGR. 
8 ................ TBI .................................... 3W .................................... No Air ................................ No EGR. 
9 ................ Carb .................................. 3W+OX ............................. Air ..................................... EGR. 

Legend: 

Fuel system: 
Multi = Multi-point fuel injection 
TBI = Throttle body fuel injection 
Carb = Carburetted 

Catalyst: 
3W = 3–Way catalyst 
3W+OX = 3–Way catalyst plus an oxidation 

catalyst 
Air Injection: 

Air = Air injection 
EGR = Exhaust gas recirculation 

(2) Test vehicles for the higher emit-
ter sub-fleet shall be selected from the 
in-use fleet in accordance with para-
graphs (a) and (b) of this section and 
with § 80.59. Test vehicles for the higher 
emitter sub-fleet are not required to 
follow the pattern established in para-
graph (d)(1) of this section. 

(3) The minimum test fleet size is 20 
vehicles. Half of the vehicles tested 
must be included in the normal emitter 
sub-fleet and half of the vehicles tested 
must be in the higher emitter sub-fleet. 
If additional vehicles are tested beyond 
the minimum of twenty vehicles, the 
additional vehicles shall be distributed 
equally between the normal and higher 
emitter sub-fleets. 

(4) For each emitter group sub-fleet, 
70 ±9.5% of the sub-fleet must be LDVs, 
& 30 ±9.5% must be LDTs. LDTs include 
light-duty trucks class 1 (LDT1), and 
light-duty trucks class 2 (LDT2) up to 
8500 lbs GVWR. 

§ 80.61 [Reserved] 

§ 80.62 Vehicle test procedures to 
place vehicles in emitter group sub- 
fleets. 

One of the two following test proce-
dures must be used to screen candidate 
vehicles for their exhaust THC emis-
sions to place them within the emitter 
group sub-fleets in accordance with the 
requirements of § 80.60. 

(a) Candidate vehicles may be tested 
for their exhaust THC emissions using 
the Federal test procedure as detailed 
in 40 CFR part 86, with gasoline con-
forming to requirements detailed in 40 
CFR 86.113–90. The results shall be used 
in accordance with the requirements in 
§ 80.60 to place the vehicles within their 
respective emitter groups. 

(b) Alternatively, candidate vehicles 
may be screened for their exhaust THC 
emissions with the IM240 short test 
procedure.1 The results from the IM240 
shall be converted into results com-
parable with the standard exhaust FTP 
as detailed in this paragraph (b) to 
place the vehicles within their respec-
tive emitter groups in accordance with 
the requirements of § 80.60. 

(1) A candidate vehicle with IM240 
test results <0.367 grams THC per vehi-
cle mile shall be classified as a normal 
emitter. 
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Environmental Protection Agency § 80.65 

(2) A candidate vehicle with IM240 
test results ≥0.367 grams THC per vehi-
cle mile shall be classified as a higher 
emitter. 

§§ 80.63–80.64 [Reserved] 

§ 80.65 General requirements for refin-
ers and importers. 

(a) Date requirements begin. The re-
quirements of this subpart D apply to 
all gasoline produced, imported, trans-
ported, stored, sold, or dispensed: 

(1) At any location other than retail 
outlets and wholesale purchaser-con-
sumer facilities on or after December 1, 
1994; and 

(2) At any location on or after Janu-
ary 1, 1995. 

(b) Certification of gasoline and RBOB. 
Gasoline or RBOB sold or dispensed in 
a covered area must be certified under 
§ 80.40. 

(c) Standards must be met on either a 
per-gallon or on an average basis. (1) Any 
refiner or importer, for each batch of 
reformulated gasoline or RBOB it pro-
duces or imports, shall meet: 

(i) Those standards and requirements 
it designated under paragraph (d) of 
this section for per-gallon compliance 
on a per-gallon basis; and 

(ii) Those standards and require-
ments it designated under paragraph 
(d) of this section for average compli-
ance on an average basis over the ap-
plicable averaging period. 

(2) [Reserved] 
(3)(i) For each averaging period, and 

separately for each parameter that 
may be met either per-gallon or on av-
erage, any refiner shall designate for 
each refinery, or any importer shall 
designate its gasoline or RBOB as 
being subject to the standard applica-
ble to that parameter on either a per- 
gallon or average basis. For any spe-
cific averaging period and parameter 
all batches of gasoline or RBOB shall 
be designated as being subject to the 
per-gallon standard, or all batches of 
gasoline and RBOB shall be designated 
as being subject to the average stand-
ard. For any specific averaging period 
and parameter a refiner for a refinery, 
or any importer may not designate cer-
tain batches as being subject to the 
per-gallon standard and others as being 
subject to the average standard. 

(ii) In the event any refiner for a re-
finery, or any importer fails to meet 
the requirements of paragraph (c)(3)(i) 
of this section and for a specific aver-
aging period and parameter designates 
certain batches as being subject to the 
per-gallon standard and others as being 
subject to the average, all batches pro-
duced or imported during the averaging 
period that were designated as being 
subject to the average standard shall, 
ab initio, be redesignated as being sub-
ject to the per-gallon standard. This re-
designation shall apply regardless of 
whether the batches in question met or 
failed to meet the per-gallon standard 
for the parameter in question. 

(d) Designation of gasoline. Any re-
finer or importer of gasoline shall des-
ignate the gasoline it produces or im-
ports as follows: 

(1) All gasoline produced or imported 
shall be properly designated as either 
reformulated or conventional gasoline, 
or as RBOB. 

(2) All gasoline designated as refor-
mulated or as RBOB shall be further 
properly designated as: 

(i) Either VOC-controlled or not 
VOC-controlled; 

(ii) In the case of gasoline or RBOB 
designated as VOC-controlled: 

(A) Either intended for use in VOC- 
Control Region 1 or VOC-Control Re-
gion 2 (as defined in § 80.71); or 

(B) Designated as ‘‘adjusted VOC gas-
oline’’ (as defined in § 80.40(c)(1)); 

(iii) [Reserved] 
(iv) For gasoline or RBOB produced, 

imported, sold, dispensed or used dur-
ing the period January 1, 1995 through 
December 31, 1997, either as being sub-
ject to the simple model standards, or 
to the complex model standards; 

(v) For each of the following param-
eters, either gasoline or RBOB which 
meets the standard applicable to that 
parameter on a per-gallon basis or on 
average: 

(A) Toxics emissions performance; 
(B) NOX emissions performance in the 

case of gasoline certified using the 
complex model. 

(C) Benzene content; 
(D) [Reserved] 
(E) In the case of VOC-controlled gas-

oline or RBOB certified using the sim-
ple model, RVP; and 
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