Nat’l Highway Traffic Safety Admin., DOT §571.213
5” minimum
[~ g
A FOR YOUR CHILD’S CONTINUED SAFETY
References to
Please take a few moments to promptly fill out and return the online registration
attached card [or register online using the direct link to the are optional.
manufacturer’s registration website provided].
. Preprinted
Although child restraint systems undergo testing and evaluation, mr:fsr;;:fm
it is possible that a child restraint could be recalled. consumer; bold
3” * typeface, caps
minimum In case of recall, we can reach you only if we have your name and lower case
and address, so please send in the card [or register online] to be minimum 12 point
on our recall list. type.
/
Please fill this card out and mail it NOW, &— |
[or register online at
(insert manufacturer’s registration website)]
v while you are thinking about it.
The card is already addressed and we’ve paid the postage.
A |77 Tear off and mail this part e
FOLD/PERFORATION
Consumer: Just fill in your name and address and
e-mail address (optional).
Your Name References to
e-mail address
Your Street Address are optional.
J
3 City State Zip Code
minimum
E-mail Address (optional) Minimum 10%
screen tint.
CHILD RESTRAINT REGISTRATION CARD
/ Preprinted or
RESTRAINT MODEL XXX |_—— stamped child
SERIAL NUMBER YYYY <« restraint system
MANUFACTURED ZZ-ZZ-20ZZ model name or
v number and date

of manufacture.

Figure 9a - Registration form for child restraint systems - product identification

number and purchaser information side.
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§571.213 49 CFR Ch. V (10-1-08 Edition)

| 5-inch minimum
1< >

Block letters
(sans serif)-Bold
minimum 48 point

IMPORTANT) | =

In case of a recall, we can reach you only if we have > Minimum 10%
your name and address. You MUST send in the A screen tint.

attached card or register online to be on our recall
list.

3

minimum Preprinted message

'\‘ to consumer; bold
\[ typeface, caps and
We’ve already paid the postage. ™ lower case

minimum 12 point
Do it today. type. Reference to
online registration

4 is optional.

A -
NO POSTATE
NECESSARY FOLD/PERFORATION

IF MAILD ——__|

— . .
IN THE Indication that
UNITED STATES postage is

prepaid.

Reference to
L online registration is

minimum .

optional.

MANUFACTURER

POST OFFICE BOX 0000 |

ANYTOWN, ST 12345-6789

Preprinted or
stamped name
and address of
manufacturer or
its designee.

v

Figure 9b - Registration form for child restraint systems — address side.
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Nat’l Highway Traffic Safety Admin., DOT §571.213

Label Outline, Vertical and Horizontal Line Black

Bottom Text Black
Artwork Black With With White

White Background Background

Top Text and Symbol
Black With Yellow
Background

AWARNING

DO NOT place rear-facing child seat
on front seat with air hag.

DEATH OR SERIOUS INJURY can occur.

The back seat is the safest place
for children 12 and under. B

Circle and Line Red
With White Background

Figure 10. Label on Child Seat Where Child’s Head Rests.
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§571.213

19

Top view

49 CFR Ch. V (10-1-08 Edition)

See detail A

Side view

Maximum

~ Radius 12 maximum

Rod 6.4 diameter

M”‘ ~_— 23to3.8radius
45° Nominal
.
Detail A
LEGEND:

v/ ///// Surounding structure (if present)
m Area in which the tether strap hook

Notes
1. Dimensions in mm, except where otherwise indicated
2. Drawing not to scale

Figure 11 -- Interface Profile of Tether Hook
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interface profile must be wholly located.



Nat’l Highway Traffic Safety Admin., DOT

§571.214

Label Outline, Vertical and Horizontal Line Black

Artwork Gray and Black
With White Background

Circle and Line Red
With White Background

Text Black With
White Background

WARNING! This restraint must only be
used on school bus seats. Entire seat
directly behind must be unoccupied or
have restrained occupants.

Figure 12. Label on Harness Component That Attaches to School Bus Seat Back.

[44 FR 72147, Dec. 13, 1979]

EDITORIAL NOTE: For FEDERAL REGISTER citations affecting §571.213, see the List of CFR
Sections Affected in the Finding Aids section of this volume.

§571.214 Standard No. 214; Side im-
pact protection.

S1 Scope and purpose.

(a) Scope. This standard specifies per-
formance requirements for protection
of occupants in side impacts.

(b) Purpose. The purpose of this
standard is to reduce the risk of seri-
ous and fatal injury to occupants of
passenger cars, multipurpose passenger
vehicles, trucks and buses in side im-
pacts by specifying strength require-
ments for side doors, limiting the
forces, deflections and accelerations
measured on anthropomorphic dum-
mies in test crashes, and by other
means.

S2 Applicability. This standard ap-
plies to passenger cars, and to multi-
purpose passenger vehicles, trucks and
buses with a gross vehicle weight rat-
ing (GVWR) of 4,536 kilograms (Kkg)
(10,000 pounds (1b)) or less, except for
walk-in vans, or otherwise specified.

S3  Definitions.

Contoured means, with respect to a
door, that the lower portion of its front
or rear edge is curved upward, typi-
cally to conform to a wheel well.

Double side doors means a pair of
hinged doors with the lock and latch
mechanisms located where the door
lips overlap.

Limited line manufacturer means a
manufacturer that sells three or fewer
carlines, as that term is defined in 49
CFR 583.4, in the United States during
a production year.

Lowered floor means the replacement
floor on a motor vehicle whose original
floor has been removed, in part or in
total, and replaced by a floor that is
lower than the original floor.

Modified roof means the replacement
roof on a motor vehicle whose original
roof has been removed, in part or in
total.

Raised roof is used as defined in para-
graph S4 of 49 CFR 571.216.

Walk-in van means a special cargo/
mail delivery vehicle that has only one
designated seating position. That des-
ignated seating position must be for-
ward facing and for use only by the
driver. The vehicle usually has a thin
and light sliding (or folding) side door
for easy operation and a high roof
clearance that a person of medium
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