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(a) FCC National Call Center at 1– 
888–225–5322. 

(b) FCC World Wide Web homepage: 
http://www.fcc.gov/wtb/prs. 

(c) In writing, to the FCC, Attention: 
GMRS, 1270 Fairfield Road, Gettys-
burg, PA 17325–7245. 

[63 FR 68975, Dec. 14, 1998] 

§ 95.119 Station identification. 

(a) Except as provided in paragraph 
(e), every GMRS station must transmit 
a station identification: 

(1) Following the transmission of 
communications or a series of commu-
nications; and 

(2) Every 15 minutes during a long 
transmission. 

(b) The station identification is the 
call sign assigned to the GMRS station 
or system. 

(c) A unit number may be included 
after the call sign in the identification. 

(d) The station identification must be 
transmitted in: 

(1) Voice in the English language; or 
(2) International Morse code teleg-

raphy. 
(e) A station need not identify its 

transmissions if it automatically re-
transmits communications from an-
other station which are properly iden-
tified. 

[48 FR 35237, Aug. 3, 1983, as amended at 63 
FR 68975, Dec. 14, 1998] 

§ 95.129 Station equipment. 

Every station in a GMRS system 
must use transmitters the FCC has cer-
tificated for use in the GMRS. Write to 
any FCC Field Office to find out if a 
particular transmitter has been certifi-
cated for the GMRS. All station equip-
ment in a GMRS system must comply 
with the technical rules in part 95. 

[63 FR 68975, Dec. 14, 1998] 

§ 95.135 Maximum authorized trans-
mitting power. 

(a) No station may transmit with 
more than 50 watts output power. 

(b) [Reserved] 
(c) A small control station at a point 

north of Line A or east of Line C must 
transmit with no more than 5 watts 
ERP. 

(d) A fixed station must transmit 
with no more than 15 watts output 
power. 

(e) A small base station must trans-
mit with no more than 5 watts ERP. 

[48 FR 35237, Aug. 3, 1983, as amended at 53 
FR 47717, Nov. 25, 1988; 63 FR 68975, Dec. 14, 
1998] 

§ 95.139 Adding a small base station or 
a small control station. 

(a) Except for a GMRS system li-
censed to a non-individual, one or more 
small base stations or a small control 
station may be added to a GMRS sys-
tem at any point where radio services 
are regulated by the FCC. 

(b) Non-individual licensees may not 
add any small base station or small 
control stations to their GMRS sys-
tems. 

[53 FR 47717, Nov. 25, 1988, as amended at 63 
FR 68976, Dec. 14, 1998] 

§ 95.141 Interconnection prohibited. 
No station in a GMRS system may be 

interconnected to the public switched 
telephone network except as and in ac-
cordance with the requirements and re-
strictions applied to a wireline control 
link (see § 95.127). 

[53 FR 47717, Nov. 25, 1988] 

§ 95.143 Managing a GMRS system in 
an emergency. 

(a) The stations in a GMRS system 
must cease transmitting when the sta-
tion operator of any station on the 
same channel is communicating an 
emergency message (concerning the im-
mediate protection of property or the 
safety of someone’s life). 

(b) If necessary to communicate an 
emergency message from a station in a 
GMRS system, the licensee may per-
mit: 

(1) Anyone to be the station operator 
(see § 95.179); and 

(2) The station operator to commu-
nicate the emergency message to any 
radio station. 

§ 95.171 Station operator duties. 
When a GMRS station is transmit-

ting, it must have a station operator. 
The station operator must be at the 
control point for that station. The 
same person may be the operator for 
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more than one station at the same 
time. The station operator commu-
nicates messages and controls the sta-
tion. The station operator must also 
cooperate in sharing each channel with 
station operators of other stations. 

[63 FR 68976, Dec. 14, 1998] 

§ 95.179 Individuals who may be sta-
tion operators. 

(a) An individual GMRS system li-
censee may permit immediate family 
members to be station operators in his 
or her GMRS system. Immediate fam-
ily members are the: 

(1) Licensee; 
(2) Licensee’s spouse; 
(3) Licensee’s children, grand-

children, stepchildren; 
(4) Licensee’s parents, grandparents, 

stepparents; 
(5) Licensee’s brothers, sisters; 
(6) Licensee’s aunts, uncles, nieces, 

nephews; and 
(7) Licensee’s in-laws. 
(b) Only the following persons may be 

permitted to operate under the author-
ity of a GMRS system licensed to a 
non-individual: 

(1) If the GMRS system 
licensee is: 

These persons may be station op-
erators: 

(i) A partnership ........... Licensee’s partners and employ-
ees. 

(ii) A corporation .......... Licensee’s officers, directors, mem-
bers and employees. 

(iii) An association ........ Licensee’s members and employ-
ees. 

(iv) A governmental unit Licensee’s employees. 

(2) These persons may only commu-
nicate messages about the licensee’s 
business activities. Employees of the 
licensee may communicate messages 
while acting within the scope of their 
employment, and only about the li-
censee’s business activities. 

(c) The licensee may permit a tele-
phone answering service employee to 
be a station operator if: 

(1) That employee only commu-
nicates messages received for the li-
censee to the licensee; 

(2) The station equipment at the tele-
phone answering point is not shared in 
any other GMRS system; and 

(3) The station at the telephone an-
swering service point is not inter-
connected to the public switched tele-
phone network. 

(d) The station operator of a GMRS 
system licensed to an individual may 
be a station operator in any other 
GMRS system if he/she has permission 
from the licensee of the other GMRS 
system. 

(e) The provisions of § 95.33 regarding 
cooperative use do not apply to or gov-
ern the authority of a GMRS licensee 
to designate station operators in ac-
cordance with the provisions of this 
section. 

[48 FR 35237, Aug. 3, 1983, as amended at 53 
FR 47717, Nov. 25, 1988; 53 FR 51625, Dec. 22, 
1988; 63 FR 68976, Dec. 14, 1998] 

§ 95.181 Permissible communications. 

(a) A station operator for an indi-
vidual who is licensed in the GMRS 
(other than an employee of that indi-
vidual) may communicate two-way 
voice messages concerning the licens-
ee’s personal or business activities (see 
§ 95.179). 

(b) [Reserved] 
(c) A station operator for any entity 

other than an individual licensed in the 
GMRS may communicate two-way 
voice messages concerning the licens-
ee’s business activities (see § 95.179). An 
employee for an entity other than an 
individual licensed in the GMRS may, 
as a station operator, communicate 
two-way voice messages while acting 
within the scope of his/her employ-
ment. 

(d) A station operator for any GMRS 
licensee may communicate two-way 
voice messages concerning: 

(1) Emergencies (see § 95.143); 
(2) Rendering assistance to a motor-

ist; and 
(3) Civil defense drills, if the respon-

sible agency requests assistance. 
(e) All messages must be in plain lan-

guage (without codes or hidden mean-
ings). They may be in a foreign lan-
guage, except for call signs (see 
§ 95.119). 

(f) A station operator may commu-
nicate tone messages for purposes of 
identification or transmitter control in 
a control link. 

(g) A station operator may commu-
nicate a selective calling tone or tone 
operated squelch only in conjunction 
with a voice communication. If the 
tone is subaudible (300 Hertz or less) it 
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